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PHOENIX
Materials and Specifications:

Carbon Steel - ASTM A1011-00 SS GR 33 or ASTM A1011-00CS Type B { 5
304 Stainless Steel - ASTM A240 (Type 304) .
316 Stainless Steel — ASTM A240 (Type 316)

316 Stainless Steel Sintered Nuts — ASTM B783 (Type 316 N2-33)
Aluminum — ASTM B209 (Type 5052-H32)

Finishes:

PL — Uncoated Carbon Steel

There is no coating on the steel except a possibility of some oil left on the part from the pickle and oil
or fabrication process.

EG — Electroplated Zinc also known as Electro-Galvanized

Electroplating deposits zinc on the surface of the steel by electrolysis from a bath of zinc salts. This
coating is recommended for relatively dry indoor use. This is the standard coating for most Phoenix
products. The thickness of zinc applied in this method is between 0.2 mils to 0.5 mils [5.1 um to
12.7 um). Coatings on Phoenix products labeled EG meet ASTM B633 SC3 Type L

HD — Hot Dip Galvanized After Fabrication

The steel is zinc coated by hot dipping the fabricated product. The product is dipped in molten zinc
and is completely covered on all surfaces. This coating is generally recommended for outdoor use.
Coatings on Phoenix products labeled HD meet ASTM A123. The zinc coating thickness is typically
2.6 mils [66.0 um ] or 1.5 oz. per square foot [0.46 kg per square meter] per side.

YC - Yellow Zinc Dichromate Lo

T

A 0.5 mil [12.7 um] electro-galvanized zinc plating meeting ASTM B633 SC3 Type I is applied to
the surface of the metal. Yellow Dichromate is applied over the zinc. This results in a yellowish-
gold appearance and acts as a nonporous barrier sealant that is corrosion resistant and can be painted.

CP — Copper Zinc Dichromate

A 0.5 mil [12.7 pm] electro-galvanized zinc plating meeting ASTM B633 SC3 Type I is applied to
the surface of the metal. Copper Zinc Dichromate is applied over the zinc. This results in a copper
colored appearance and acts as a nonporous barrier sealant that does not react adversely with copper
pipe or tubing.

GR — Green E-Coat

An 8-step electro-deposition epoxy coating. Following a thorough cleaning and phosphate rinse the
epoxy is applied by immersing the part in liquid epoxy to ensure coverage in crevices and difficult
areas. It is then baked on creating a 0.7 to 0.9 mil [18 — 23 pm] thick coating. This process negates
drips and sags and produces a coating that withstands 1000 hours or more in a salt spray test. This
coating is also an excellent base should the part need painted or powder coated before or after
installation.

PC - Powder Coat (Special Order)

A Polyester powder coating is electrostatically applied after fabrication. The powder is then baked on
creating a 1.38 to 1.77 mil {35 — 45 pm] thick coating. The hardness of this coating meets

ASTM D-3363-74, the impact rating meets ASTM D-2794-93 and the gloss meets ASTM D-523-85 a
This creates a coating that is resistant to chipping, peeling and corrosion. S
A)\{ailablc in man colors })yspgclilw ordcr o

Phoenix Support Systéfns )
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupporis.com 1 Fax: 1-330-505-9959



Channel Nuts

PH@ENIX

s Standard finish is Zinc Electroplate.
i Ch aHHEI NUtS See page one for a listing of product finishes and materials.
P
CNN CNS CNR
Channel Nut No Spring Channel Nut Short Spring Channel Nuot Regular Spring
Far all channel sizes except as noted For 13M6" & 1" channel For 1-3/8" & 1-5/8" channel

T T H

Catalog Number TH . Catalog Number TH . Catalog Number TH .
in. mm in mm in mm

CNNZ0025EG | 1/4-20 | 025 | 6.3 CNS20025EG | 14720 | 0.25 | 6.3 CNR20025EG | 1420 | 0.25 | 6.3
CNN30031EG | 5116'-18 | 0.37 | 94 CNS20031EG | 5M8"~18 | 0.25 | 6.3 CNR20031EG | 6/16"-18 | 0.25 | 63
CNN30037EG | 3/8"-16 | 0.37 | 9.4 CNS30031EG | 5/16'-18 | 0.37 | 9.4 CNR30031EG | &/16"-18 | 0.37 | 94
CNN30050EG | 1/2'-13 | 037 | 94 CNS20037EG | 3/8"-16 | 0.25 | 6.3 CNR20037EG | 3/8"-16 | 0.25 | 6.3
*CNN40G50EG | 1213 | 0.50 | 12.7 CNE30037EG | 3/8"-16 | 037 | 9.4 CNR30037EG | 3/8-18 | 0.37 | 9.4
CNN30062EG | 5811 | 037 | 94 CNS30050EG | 1/2-13 | 037 | 94 CNR30050EG | 1/2—13 | 0.37 | 94
“CNN40062EG | 5/8"-11 | 0.50 | 12.7 CNS30062EG | 58"-11 | 0.37 | 9.4 CNR40050EG | 1/2'-13 | 0.50 | 12.7

CNN30075EG | 3/4-10 | 037 | 9.4 CNR40062EG | 5/8-11 | 0.50 | 12.7
*CNN40075EG | 3/4'-10 | 050 | 12.7 CNR40075EG | 3M4°-10 | 0,50 | 12.7
> *CNN40087EG | 7/8~8 | 0.50 | 12.7 CNR4OOBYEG | 7/8"89 | 050 | 127
% I *Cannot be used with 13/16* & 17 chaanel
CNL CNT
Channel Nut Long Spring Channel Nut Top Spring
For 2-7/16" & 3-1/4° channel For all channel sizes except as noted

T
in. mm

CNT20025EG | 1420 | 025} 6.3

CNT30037EG | 3/8~16 | 037 | 94

CNT30050EG | 1/2-13 | 0.37 | 94
*CNT40050EG | 1/2~13 | 0.50 | 127

Catalog Numb ™
Catalog Number TH T atalog Number
in mm

CNLBGO25EG | 1/4-20 | 0.25 | 6.3
CNLB0037EG | 35616 1037 | 94
CNLAGDS0EG | 1/2°~13 | .0.50 | 12.7

*Cannot be used with 13/16" & 1° channel

Phoenix Support Systems 7
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 2 Fax: 1-330-505-9959



Hardware

g PHOENIX

Standard finish is Zinc Electroplate. i
H aI' dware See page one for a listing of product finishes and materials. {
HCS HN FW
Hex Head Cap Screw Hex Nut Flat Washer
s TH ~TH -~ BS
D) ©
! = QD -~
L {
Catalog Number TH L Catalog Number TH Catalog Number |  BS n 0D .
HCS2507EG 1/4"'=20 34" HN 0025EG 114°-20 FW 0025EG 174" 3[‘3 19.0
HCS2510EG 1/4"-20 1" HN 0037EG 3/8"-18 FW 0037EG 378" ] 254
HCS2512EG 1/4"-20 1-1/4" HN 0050EG 11213 FW 0050EG 12" | 138 | 349
HCS2515EG 1/4"-20 1-1/2" HN 0062EG 5/8"-11 FW 0082EG B | 1.3/4 | 44.4
HCS3707EG 3/8"-16 314" HN 0075EG 3/4"-10 W 0075EG 34 ) 50.8

HCS3710EG 3/8"-18 1
HCS3712EG 3816 | 1-1/4"
HCS3715EG /=16 | 4-1/2"
HCS3720EG 3/8"'-16 2"
HCS5010EG 1/2°-13 1
HCS50M2EG 1/2"-13 1-1/4"
HCS5015EG 213 | 142"
HCS5017EG 1213 | 1-34°
HCS5020EG 11213 2

SW10 SWi1

Swivel Female Swivel Male

L R Design Lead L R Design Load
Catalog Number RS in mm | i mm lbs KN Catalog Number TH in mm | in mm Ibs kN

00037 EG 3818 7o [ 444 | 14 | 6.3 | 620 1276 | | [SWIT0037EG | 516 | 1-3/ | 44.4 | 14 | 63 | 620 | 2.78
SWIT0050EG 172131 2 1508 | 38 | 9.4 [ 1150 | 5.12 | | |SWI10050EG | 1/2—13] 2 | 50.8] a8 | 9.4 | 1150 | 5.12

Phoenix Support Systerﬁs
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www_phoenixsupports.com 3 Fax: 1-330-505-9959



Hardware

PHOENIX -

e ' Standard finish is Zinc Electroplate.
; Hal‘ dW are (COII t) See page one for a listing of product finishes and materials,
SWi12 SW13
Swivel Female — Female Swivel Male — Female
P
ik
i I
|
L
: L
\
i 1
B
Catalog Number RS in L mm IS:SiQn Loa:N Catalog Number RS TH in L mm EESSEQH Lo::
SW120037EG | 3/8"-16 | 2-3/4 | 69.8 620 2.76 SW130037EG | 3/8"-16 | 3/8'-16 | 2-3/4 | 69.8 | 620 | 2,76
SW120050EG | 1/2"-13 K] 76.2 | 1150 5,12 SW130050EG | 1/2°~13 | 1/2"~13 | 3 76.2 | 1150 | 5.12

%

“~ Rod Coupling

Catalog Number RS . L H_e *
in mm Size

RC 0025EG | 1/4"-20Q YIé 22.2 38"
RC 0037EG | 3/8-16 | 1-34 | 444 | on@
RC 0050EG | 4213 | 1-314 | 444 | 11/16"

Phoenix Support Systerﬁs - - EAD7.2
93t Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupparts.com 4 Fax: 1-330-505-9959



Strut Clamps
"'@

A PHOENIX

Strut Clamps

Standard finish is Zinc Electroplate.
See page one for a listing of product finishes and materials.

SCR
Rigid Strut Clamp
Catalog Number Pipe Size 0.0. Design Load
Inch Metric in. mm lbs kN
SCROC12EG 118 3 0.405 10.3 400 1.78
DESIGN LOAD SCR 0025EG 1/4 ] 0540 | 137 400 1.78
} SCR 0037EG 318 10 0.675 | 171 400 1.78
SCR 0050EG 112 15 0.840 | 213 400 1.78
SCR 0075EG 314 20 1.080 | 267 600 2.67
SCR 0100EG 1 25 1.315 334 600 2.67
SCR0125EG 1-1/4 32 1.660 422 600 2.67
SCR(MB0EG | 1-172 40 1,900 | 483 800 3.58
SCR 0200EG 2 50 2.375 60.3 800 3.56
SCRO250EG | 2172 65 2875 | 730 800 3.56
SCR 0300EG 3 80 3,500 | 88.9 800 3.56
SCR0350EG | 3-1/2 80 4.000 | 101.6 | 1000 445
SCR 0400EG 4 100 4,500 | 1143 | 1000 445
SCR 0500EG 5 125 5562 | 141.3 | 1000 4.45
SCR 0600EG 6 150 | 6.625 | 1683 | 1000 | 4.45
SCR 0BO0EG 8 200 8.625 | 2191 | 1000 | 4.45
SCR 1000EG 10 250 | 0.750 | 2731 1000 445
SCR 1200EG 12 300 | 12750 | 323.8 | 1000 4.45
SCU
Universal Strut Clamp
DESiGrl\J LOAD
Catalog Number Clamp Size * o.D. Design Load
: Inch Metric in. mm lbs kN
SCU 0050EG 112 15 0.773 } 196 400 1.78
SCU 0075EG 314 20 0.986 | 250 800 2.87
SCU 0100EG 1 25 1239 | 3158 600 267
SCUD125EG | 1-1/4 32 1.585 | 403 600 2.67
SCU 0150EG 1-1/2 40 1.820 45.7 800 3.56
SCU 0200EG 2 50 2.286 | 581 800 3.56

Phoenix Support Systems
831 Summit Ave. Niles, OH 44446
www.phoenixsupporis.com

* These clamps are designed to fit both pipe (rigid conduit) and
thin walled tubing (EMT) in the corresponding sizes.

Tel: 1-800-721-0404
Fax: 1-330-505-9959




Strut Clamps

PHOENIX 4

7 r Standard finish is Zinc Electroplate.

s o : SiTut C].a.mp S (C on t) See page one for a listing of product finishes and materials.
SCE
EMT Strut Clamp

DESIGI‘\lI LOAD

EMT Size Q.0 Design Load
Inch Metric in. mm Ibs kN

SCE 0050EG 12 15 0.706 | 17.8 400 1.78
SCE 0075EG 34 20 0.922 | 234 400 1.78
SCE 0100EG 1 25 1.163 | 29.5 600 2.67
SCE 0125EG | 1-14 32 1.510 | 384 600 2.67
SCEO130EG | 1-1/2 40 1.740 | 442 800 3.56
SCE 0200EG 2 50 2187 | 55.8 800 3.56

Catalog Number

SCO

O.D. Strut Clamp Size {0.D.) Design Lead
Catalog Number in, in.

{Fractions} | (Pecimal)
SCO 0025EG 114 0.250 6.4 400 1.78
SCO 0037EG 3/8 0.375 9.5 400 1.78
SCO 0050EG 112 0.500 12.7 400 1.78
SCO 0082EG 58 0.625 15.9 400 1.78
DESIGN LOAD SCO 0075EG 314 0.750 19.0 400 1.78

4 SCO 0087EG 718 0.875 22.3 400 1.78
SCO 0100EG 1 1.000 254 600 2.67
SCO 0112EG 1-1/8 1.125 28.6 600 2.67
SCO 0125EG 1-1/4 1.250 318 600 2.67
SCO 0137EG 1-3/8 1.375 34.9 600 2.67
SCO 0150EG 1-112 1.500 38.1 600 2.67
SCO 0162EG 1-5/8 1.625 413 600 2.67
SCO M75EG 1-3/4 1.750 445 800 3.56
SCO (M8TEG 1-718 1.875 47.6 800 3.56
SCO 0200EG 2 2.000 50.8 800 3.56
SCO 0212EG 2-118 2,125 54.0 800 3.56
SCO0 0225EG 2-1/4 2.250 57.2 800 3.56
SCOQ237EG 2-3/8 2.375 60.3 800 3.56
SCO 0250EG 2-1/2 2.500 63.5 800 3.56
SCO 0262EG 2-5/8 2.625 66.7 800 3.56
SCO0275EG 2-3/4 2.750 69.9 800 3.56
SCO0287EG 2-718 2.875 73.0 800 3.56
SCO 03C0EG 3 3.000 76.2 800 3.58

mm ibs kN

e

Phoenix Support Systems
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupparts.com 6 Fax: 1-330-505-9959



Strut Clamps

PHOENIX

4 Standard finish is Zinc Electroplate. £
St].‘ut C].a.mp S (COI] t) See page one for a listing of product finishes and materials. éf

SCO Size (0.D.)
0.D. Strut Clamp Catalog Number in. in.
{Fractions) j (Decimal)

SCO0312EG | 3-1/8 3.125 79.4 BOO | 3.56
SCOO0325EG | 314 | 3.250 82.6 800 | 3.56
SCO0337EG | 3-3/8 3.375 85.7 800 | 3.56
SCO0350EG | 312 | 3.500 88.9 800 | 3.56
SCO0362EG | 3-5/8 3.625 92.1 800 | 3.56
SCOQ375EG | 3-314 | 3.750 953 | 1000 | 445
DESIGN LOAD SCO 0387EG 3-718 3875 88.4 1000 4,45
! SCO 0400EG 4 4000 | 1016 | 1000 | 445
SCOO412EG | 4-1/8 | 4425 | 1048 | 1000 | 4.45
SCOO0425EG | 4-1/4 | 4.250 | 1080 | 1000 | 4.45
SCOO437EG | 4-38 | 4375 | 4111 | 1000 | 445
SCOO450EG | 4-1/2 | 4500 | 1143 | 1000 | 445
SCO0462EG | 4-5/8 | 4625 | 1175 | 1000 | 445
SCOO0475EG | 4-34 | 4750 | 1207 | 1000 | 4.45
SCOO487EG | 4-7/8 | 4875 | 1238 | 1000 | 4.45
SCO 0500EG 5 5000 | 127.0 | 1000 | 445
SCOO512EG | 51/8 | 5125 | 1302 | 1000 | 445
SCO0525EG | 5-14 | 5250 | 1334 | 1000 | 445
SCOO0537EG | 53/8 | 5375 | 1365 | 1000 | 445
SCOOS50EG | 542 | 5500 | 1397 | 1000 | 4.45
SCO0562EG | 5-5/8 | 5625 | 1428 | 1000 | 445
SCO 0575EG | 5-3/4 5750 | 1461 | 1000 | 4.45
SCOO587EG | 57/8 | 5875 | 1482 | 1000 | 4.45
SCO 0800EG 8 6000 | 1524 | 1000 | 4.45
SCO0R12EG | 6-1/8 | 6125 | 1556 | 1000 | 4.45
SCOO06256G | 6-1/4 6.250 | 1588 | 1000 | 445
SCO 0B37EG | 6-3/8 6375 | 1619 | 1000 | 445
SCO0650EG | 6-1/2 8500 | 1651 | 1000 | 4.45
SCOORB2EG | 6-5/8 | 6625 | 1683 | 1000 | 445
SCOU675EG | 6-3/4 8750 | 1715 | 1000 | 445
SCOOBR7EG | 6-7/8 | 6875 | 1746 | 1000 | 4.45
SCO 0700EG 7 7000 | 177.8 | 1000. | 4.45
SCOO712EG | 7-1/8 | 7125 | 181.0 | 1000 | 4.45
SCOO07256G | 7-1/4 7.250 | 1842 | 1000 | 445
SCOO737EG | 7-3%8 | 7.375 | 187.3 | 1000 | 4.45
SCOO750EG | 7-1/2 | 7500 | 1905 | 1000 | 445 |
SCOO762EG | 7-5i8 7.625 1937 | 1000 | 445 é

Design Load
mm Ibs kN

Phoenix Subpor{ Systemns
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 7 Fax: 1-330-505-9959



PHOENIX e

F 4 Standard finish is Zinc Electroplate.
StI'llt Clamp S (COI'l t) See page one for a listing of product finishes and materials.

SCO
O.D. Strut Clamp

DESIGI‘IJ LOAD

Size (0.0.) Design Load
Catalog Number in. in.

(Fractions) | (Decimal)

SCO (775EG 7-314 7.750 186.9 1000 | 4.45
SCO 0787EG 7-718 7.875 200.0 1000 | 445
SCO 0800EG 8 8.000 203.2 1000 | 4.45
SCO0812EG 8-1/8 8.125 206.4 1000 | 445
SCO 0825EG 8-1/4 8.250 209.6 1000 | 445
SCO 0837EG 8-318 8.375 2127 1000 | 4.45
SCO 0850EG 8-1/2 8.600 21589 1000 | 445
SCO 0862EG 8-5/8 8.625 219.1 1000 | 445
SCO1075EG | 10-3f4 | 10.750 273.1 1000 | 445
SCOMM37EG | 11-38 | 11.375 288.9 1000 | 445
SCO1275EG | 12-3/4 | 12750 3239 1000 | 445

mm ibs kN

7 SCC Standard finish for model SCC is Copper Zinc Dichromate which
. _ has a copper color to identify product for use with copper tubing.
~ Copper Tubing Strut Clamp For further information see coating specifications on page 1.
Catalog Number Tubing Size 0.b. Design Load
Inch Metric in. mm Ibs kN

DESIGN LOAD

SCC 0025CP 114 6 0.375 9.5 400 1.78
SCC 0037CP 3/8 10 0.500 | 127 400 1.78
SCC 0050CP 172 15 0.625 | 158 400 1.78
SCC 0075CP 3/4 20 0875 | 222 400 1.78
SCC 0100CP 1 25 1125 | 288 800 287
SCC 0125CP | 1-1/4 32 1.375 | 349 600 267
SCC 0150CP | 1-1/2 40 1.625 | 413 600 2.67
SCC 0200CP 2 50 2126 | 540 800 3.56
SCC 0250CP | 2-1/2 85 2625 | 667 800 3.56
SCC 0300CP 3 80 3425 | 794 800 3.56
SCC0350CP | 3-112 90 3.625 | 9241 1000 | 4.45
SCC 0400CP 4 100 | 4.125 | 104.8 | 1000 | 4.45

SCC 0500CP 5 126 | 5125 | 1302 | 1000 | 445
SCC 0600CP g 150 | 6.125 | 1556 | 1000 | 4.45
SCC 0800CP 8 200 | 8125 | 2064 | 1000 | 4.45

Phoenix Support Systems
831 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 8 Fax: 1-330-505-9959



Strut Clamps

PH@ENIX

V 4 Standard finish for Cushion Clamps is Yellow Zinc Dichromate. .,
S trut Clamp s (C On t) See page one for a listing of product finishes and materials. é\f E

CCT Tubing 0.D.

. . Catalog Number ; i
Cushijoned Tubing Strut Clamp {Fra::rtli'ons} (De::?ﬁaal)

CCTO025YC | 14 | 0250 | 64
CCTO037YC | 3B | 0375 | 95
DESIGN LOAD CCTO0SOYC | 12 | 0500 | 127

! CCTO062YC | 58 | 0625 | 159
ccToo7sYC | 34 | 0750 | 19.0
CCTOoB7YC | 78 | 0875 | 223
CCTO100YC | 1 1000 | 254
CCTOM2YC | 1158 | 1125 | 288
ccTomesye | 14 | 1250 | 318
ccToiaye | 13 | 1375 | 348
CCTO150YC | 1-112 | 1500 | 384
CCTO62YC | 1518 | 1625 | 413
cCTor7svC | 13 [ 1750 | 445
CCTO87YC | 1758 | 1875 | 476

mm

CCT 0200YC 2 2000 | 508

CCTO212YC | 2458 | 2425 | 540

CCT0225YC | 2-14 | 2250 | 572 é T
CCTO0250YC | 21/2 | 2500 | 635 e

CCT 0262YC 2-5/8 2.625 66.7
CCT 0287YC 2718 2.875 73.0
CCT 0312YC 3-1/8 3.125 79.4
CCT 0362YC 3-5/8 3.625 92.1

CCT 0412YC 4-1/8 4.125 104.8

CCP Pipe Size 0.0.
Cushioned Pipe Strut Clamp CatalogNumber | "1 trie n. nm
DESIGN LOAD CCP 0037YC 3/8 10 0.675 | 171
i CCP 0050YC 12 15 0.840 | 21.3
CCP 0075YC 34 20 1.050 287
CCP 0100YC 1 25 1315 | 334
CCP0125YC 1-1/4 32 1.660 42.2
CCPO150YC | 1-1/2 40 1.900 | 483
CCP 0200YC 2 50 2.375 60.3
CCP 0250YC | 24112 85 2875 | 73.0
CCP 0300YC 3 80 3.500 88.9
CCP0350YC | 312 90 4,000 | 1016
CCP 0400YC 4 100 4500 | 114.3
CCP 0500YC 5 125 5562 | 141.3 é;
Phoen;x SuppqrtSystem s R
931 Summit Ave.  Niles, OH 44448 Tel: 1-800-721-0404

www.phoenixsupports.com 9 Fax: 1-330-505-9959



Strut Clamps

PHOENIX 8

V4 Standard fimish is Zinc Electroplate.
Stl‘llt Clamp S (COII t) See page one Tor a listing of product finishes and materials.

PW
Pipe Wrap
T —
Sold In 25 Foot Rolls
Catalog Number PW 2500EP
Recommended clamp size and cut length for common pipe and tubing.
Iron Pipe or Rigid Conduit Copper Tubing
Nominal Pipe Size PW Cut Length Clamp Qty Per Nominal Pipe Size PW Cut Length Clamp Qty Per
Inch Metric in, mm Number Rolt* Inch Metric in. mm Number Rall*
38 10 2-1/8 540 | SCEQO75EG 141 114 6 1-1/8 286 SCO0062EG | 266
12 15 2-5/8 66,7 | SCROCQ75EG 114 358 10 1-9M6 38.7 SCO 0075EG 192
314 20 3-114 826 | SCOMM25EG 92 112 15 1718 476 SCO 008YEG 160
1 25 4118 104.8 | SCE(M28EG 72 518 17 2-5M18 587 | SCOO0M00EG | 129
1-1/4 32 5316 | 131.8 | SCRO150EG 57 34 20 2-3/4 69.9 SCO 0112EG 109
1112 40 51516 | 150.8 | SCO0212EG 50 1 25 3-1/2 88.9 SCO 0137EG 85
2 50 7-7116 | 188.9 | SCO 0262EG 40 1-1/4 32 45116 | 1095 | SCOO162EG | 469
212 65 9 2286 | SCO0312EG 33 1112 40 51116 1286 | SCOO187EG 59
3 a0 1 2754 | SCO0375EG 27 2 50 811116 | 1699 | SCRO00EG | 44
312 TH 12-i2 | 317.5 | SCO0425EG 24 2442 65 8-114 2096 | SCROZ2B0EG | 36
4 100 14-1/8 | 358.8 | SCO0475EG 21 3 80 913116 | 249.2 | SCOQ3ITEG |
5 125 17-716 | 4429 | SCOQ575EG 17 3-172 a0 11-3/8 2889 | SCOQ387EG 26
) 150 20-314 | 5271 | SCQO{GR7EG 14 4 100 12-15/16 | 328.68 | SCO (437EG 23
' 5 125 16-1/16 | 408.0 | SCO(QB37EG 18
Thin Wall (EMT) Conduit 8 150 | 191/4 | 4889 | SCOOS37EG | 15
Nominal Fipe Size | PW Cut Length Clamp | Qty Per 8 200 | 2512 | 647.7 | SCOO837EG | 11
Inch Metric in. mm Number Roll *
38 10 1-13/6 | 46.0 | SCO 0O75EG 165 * Quantity per roll is an approximation based on the cut length specified from
12 | 15 | 2316 | 556 | SCEQO7EEG | 137 225 footrall
3/4 20 2-7i8 73.0 | SCEQI00EG 104
1 25 3-5/8 621 SCO0137EG 82
1174 32 41116 | §19.1 | SCOO187EG 64
1-112 40 57M6 | 1381 | SCRO150EG 55
2 50 6-718 174.6 | SCR0Z00EG 43
Phaé‘nix Support Systems o EAD7.2
931 Summit Ave.  Niles, O4 44446 Tel: 1-800-721-0404

www.phoenixsupports.com 10 Fax: 1-330-505-9959



Tubing Clamps

PH@ENIX

Tubing Clamps

Standard finish is Zinc Electroplate. {m
See page one for a listing of product finishes and materials. K d

TC1
0.D. Tubing Clamp

Catalog Number Tubing o.D. . o

in. mm in. mm
TC1 0025EG 174 8.3 8116 14.3
TC10031EG | 5/16 | 7.9 | 916 | 143
TCt 0037EG 3/8 95 5/8 15.9
TC10050EG | 112 | 127 | 19116 | 17.5
TC10062EG | 5/8 | 158 | 314 19.0
TC10075EG 34 | 19.0 | 13116 | 208
TC10087EG | 7/8 | 222 | 178 22.2
TC1 0100EG 1 254 | 15116 | 238
TC10125EG | 1-1/4 | 317 | 1-116 | 27.0
TC10150EG | 1-1/2 | 38.1 | 1-3/16 | 30.2
TC1 0200EG 2 50.8 | 17116 | 36.5

Phoenix Support Systems

931 Summit Ave.  Niles, OH 44446

www.phoenixsupports.com

PS2
Pipe Strap

Pipe Size HS CL &
Inch | Metric | in. mm in. mm é

PS20050EG | 1/2 | 15 | 5116 | 7.9 | 15116 | 238 | <=
PS20075EG | 3/4 | 20 | 516 ] 7.9 1 254
PS2 0100EG 1 25 | 516 | 79 1-1/8 | 286
PS20M25EG | 1-1/4 | 32 | 5M6 | 78 { 1-5/16 | 33.3
PS20150EG | 1-1/2| 40 | 516 | 7.8 | 1-716 | 365
PS2 0200EG 2 50 | 716 | 111 | 2-1/8 | 54.0
PS20250EG | 2-1/2| 65 | 716 |11 | 2-3/8 | 803
PS2 0300EG 3 80 [ 716 1111 | 2-11/16] 68.3
PS20350EG [3-1/2| 90 §7Me6 | 111 | 2-15/16] 746
PS2 0400EG 4 100 | 7116 1111 | 3-3/16 | 81.0
PS2 0500EG 5 125 | 716 [ 141 | 3-34 | 95.2
PS2 0600EG 8 150 | 716 | 111 | 4-1/4 | 1079

Catalog Number

Tel: 1-800-721-0404
11 Fax: 1-330-505-9959



Flat Fittings

PHOENIX S

""""" . . Standard finish is Zinc Electroplate.
F].a.t Fltt].ngs See page one for a listing of product finishes and materials.
F09 THRU F15 F20 THRU F24 F30
Square Washer % Notched Square Washer 2 Hole Splice Plate

i
i
!

5,

Catalog Bol Size Hole Size Madel
Number Inch | mm | Inch mm #

F100025EG | 1/4 | 6 | 516 | 79 | F10 Catalog Number Model #
FOS0031EG | 516 | 7 | 3/8 | 95 | F03 F200025EG | 1/4 8 F20 :
F{10037EG | 3/8 | 8 | 7116 | 11.1 | F11 Fo1 003766 1 38 | 8 F21 ~
F120050EG | /2 | 12 | 916 {143 | F12 F22 0D50EG 12 | 12 F22
F130062EG | 5/8 | 16 [ 1116 [ 175 | F13 F230062EG | 518 | 16 F23
F140075EG | 3/4 | 20 [ 131161 206 | F14 F24 0075EG | 3/4 | 20 F24

F150087EG | 7/8 | 22 | 1516 ; 238 | F15 Catalog Number F30 0000EG
F31 F32 F33
3 Hole Splice Plate 4 Hole Splice Plate 5 Hole Splice Plate

Catalog Number F31 0000EG Catalog Number F32 0000EG Catalog Number F33 0000EG

F34 E35 F40
2 Hole Parallel Splice Plate 4 Hole Parallel Splice Plate 2 Hole Swivel Plate

. ~a]'[823]
~3]'[82.5]

2 ME 41 S
~

Catalog Number F34 0000EG Catalog Number F35 0000EG Catalog Number F40 0000EG

~ Material is 1-5/8" [4 ide X 114" [6.3] thick pecified. Holes are 3/16” (14.3) diameter, 13/16" [20.6] center to edge on 1-7/8" [47.6] centers unless specified.

Phoenix Support Systems EAD7.2
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 12 Fax: 1-330-505.9959



Flat Fittings

<&

PHOENIX

. s 1 Standard finish is Zinc Electroplate. g
F].a.t Flttlngs (COI’l t) See page one for a listing of product finishes and materials. é E
F41 F50 F51
3 Hole Swivel Plate 3 Hole Corner Plate 4 Hole Corner Plate

3T ees] | 3% (889 =

8 : - i /l’
: / 3 [138,5}

1| 7Y et

: J
Catalog Number F41 0000EG Catalog Number F50 0000EG Catalog Number F51 0000EG
F52 F53 F54
3 Hole Corner Gusset Plate 4 Hole Corner Gusset Plate 5 Hole Corner Gusset Plate
™ //i 1" i n /fl
31 [Ba.g] i 3; 1889 | 5% [136.5) |
/f/T ;/T - 4 -
2. 1< oF | § g | .
3L [sa.9] > 0 ; .
g .
\v 58 ‘[136 8 S 59 [1965]
i

e

¥ i-.
Catalog Number F52 0000EG Catalog Number F53 0000EG Catalog Number F34 0000EG
F60 Fol F62
4 Hole Tee Plate 3 Hole Tee Gusset Plate 4 Hole Tee Gusset Plate
1" /
2 [88.9]

Catalog Number F60 0000EG

Material is 1-5/8" [41.3] wide
Phoenix Support Systems
931 Summit Ave. Niles, OH 44446
www.phoenixsupports.com

Catalog Number F&1 0000EG
Hol ter, 13/16" [20.6

re 916" (14.3} di
EAQY.

13

Catalog Number F62 0000EG

ter to edge on 1-7/8" [47.6] centers unless specified.

Tel: 1-800-721-0404
Fax: 1-330-505-9959



PHOENIX

Flat Fittings

<

. . ' Standard finish is Zinc Electroplate.
F]. a.t Flttll‘l gS (C on t) See page one for a listing of product finishes and materials.

F63 F70
5 Hole Tee Gusset Plate 5 Hole Cross Plate

-

L

Catalog Number F63 0000EG Catalog Number F70 GD00EG

F71

7 Hole Cross Gusset Plate

9% [2517]

‘\j}j
Catalog Number F71 0000EG

Material is 1-5/8" [41.3] wide x 1/4" [6.3] thick unless specified. Holes are 316" (14.3) diameter, 13/16" [20.6] center to edge on 1-7/8" [47.6] centers unlsss specified.

Phoenix Su;ﬁport Systémé .
931 Summit Ave.  Niles, OH 44446
www.phoenixsupports.com 14

Tel: 1-800-721-0404
Fax: 1-330-505-9959



Angie Fittings

J PH@ENIX

. - Standard finish is Zinc Electroplate. S
A.ngle Flttlngs See page one for a listing of product finishes and materials. gj _
L10 L11 L12
2 Hole No Twist Corner Angle 2 Hole Corner Angle 3 Hole Corner Angle

o 5081” >
-”/ ’ i 1 o :
L
1Z (47.6)
~
Catalog Number L10 0000EG Catalog Number L11 G000EG Catalog Number L12 0000EG
L13 L14 L15

4 Hole Corner Angle 2 Hole 3" Corner Angle 2 Hole 3-1/2" Corner Angle

&

33 [88.9] \

T
|

3 i 195.2}

N

™~

15 [47.6]

N

M=

1 g [47.6]

N4

e

Catalog Number L13 0000EG Catalog Number L14 0000EG Catalog Number L15 0000EG
L16 L20 L21
2 Hole 4" Corner Angle 2 Hole Cross Corner Angle 3 Hole Corner Angle
: /> 15 . f />
[ " i ]
Ui !
s ™
\12'7 [47 61 ‘% : !
\BL 41 o4
Ny
Catalog Number L16 CO00EG Catalog Number L.20 0000EG Catalog Number 121 0000EG { 3
_Material is 1-5/8" [41.3] wide x 1/4" [6.3] thick unless specified. _Holes are 9116” (14.3) diameter, 13/16” [20.6] ¢ fets unless specified
Phoenix Supporf Systems . EAD7.2
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404

www.phoenixsupporis.com 15 Fax: 1-330-505-9959



PHOENIX

Angle Fittings

Angle Fittings (con't)

Standard finish is Zinc Electroplate.
See page one for a listing of product finishes and materials.

L22

3 Hole Cross Gusset Corner Angle

i

Cafalog Number |22 0000EG

L23

5 Hole Cross Gusset Cormer Angle

I
Catalog Number 123 0000EG

L30
3 Hole 3 Way Corner Angle

I [88.9] v

I
T~ (571
| N

Catalog Number L30 0000EG

L31
4 Hole 3 Way Corner Angle

H
i
H
i
i

4 g; [104.8]

|

Catalog Number L31 0000EG

L32
4 Hole 3 Way Gusset Comner Angle

Catalog Number £32 C000EG

L33
5 Hole 3 Way Gusset Comner Angle

Catalog Number L33 0000EG

L34
7 Hole Universal Gusset Corner Angle

L
|
|

41" [104.8]

‘ ALLHOLES 13 [31.8]
! CENTER TO CENTER

Cétalog Number L34 0000EG

7 Material is 1-5/8"

wide x
Phoenix Support Systems
931 Summit Ave.  Niles, OH 44446
www.phoenixsupporis.com

L35
4 Hole Gusset Comner Angle Left

Catalog Number L35 O000EG

Holes are 9/16”

BRI

L36
4 Hole Gusset Comner Angle Right
15'147.6]

Catalog Number L36 0000EG

T o edge on 1-7/8" [47.6] centers unless specified.

Tel: 1-800-721-0404
Fax: 1-330-505-6959




Angle Fittings

J PHOENIX

Angle Fittings (C On' t) Standard finish is Zinc Electroplate.

See page one for a listing of product finishes and materials.

L40 L41
2 Hole 2-5/8" Adjustable Corner Angie 2 Hole 4-7/8" Adjustable Corner Angle

| > 45 [123.8] \ I /
g - i / 4 ‘ <
25 16671 o | f /
Sotsize [ [, St size |
| |2 172" x 916" =
112 % 916" S 7
[38.1 o 3] *\ . (63.5 x 14.3] | \
s | .
15 [41.3] . %. [47.6]
~
A e
Catalog Number L40 0000EG Catalog Number [41 0000EG
142 L43
2 Hole 6-7/8" Adjustable Corner Angle 3 Hole Adjustable Comner Angle
i 5 /‘ /\
H ‘ 28 [65'7] : E
g / g Q /
z" ¢ \
6L 1174.6) | ~
" Slot Size T~
24/2" x 918" : Siot Size |
[63.5x 14.3] |15 78l 11/2"x BHE"— %
; [38.1 x 14.3] 3L [98.4]
/ H ,
~_ |
/4 43 %F ™~

7 T

Catalog Number L42 0000EG Catalog Number L43 0000EG

144 L45

2 Hole Adjustable Gusset Corner Angle 4 Hole 6-5/8" Adjustable Gusset Corner Angle

Slot Size
2 12" v 91" Slot Size
{381 x 14.3] 1 1/2" x 916"
\ (38.1 % 14.3]
2 PLACES
..5 /
P 31 [88.9) < <
B . } 4'[101.6}
3§ 1e8.9) S -
R P 63 [168.3] -4
L2Xis7a \/ .18 @78l
Catalog Number L44 0000EG Catalog Number £45 0000EG

Material is 1-5/8" [41.3] wide x 1/4" [6.3] thick unless specified. Holes are 316" (14.3) diameter, 13116" [20.6] center to edge on 1-7/8" [47.6] ¢

Phoenix Support Systems
931 Summit Ave. Niles, OH 44446

Tel: 1-800-721-0404
www.phoenixsupports.com 17 Fax: 1-330-505-8959

EAD7.2




PH@ENIX

Angle Fittin gs ( con' t) Standard finish is Zinc Electroplate.

See page one for a listing of product finishes and materials.

L46 L50
4 Hole 8-5/8" Adjustable Corner Angle 4 Hole Offset Corner Angle
Slot Si 3
1 112 £ SI16" 53 [138.5]
[38.1 x 14.3]
2 PLACES
<D
Catalog Number L46 000CEG Catalog Number L50 0000EG
L60 L6l
2 Hole Open 45 Degree* Corner Angle 2 Hole Closed 45 Degree™ Corner Angle
/
4 I
N 3] (88.9)
E/
T
[88.9]
1 5
*“A" is available in any angle up to 90° * "A® is available in any angle up to 90°
Dimensions shown may vary based on specified angle "A* Dimensions shewn may vaty based on specified angle "A”
Catalog Number L80 0000EG Catalog Number L81 0000EG
Lé2 L63
4 Hole Open 45 Degree* Corner Angle 4 Hole Closed 45 Degree* Corner Angle
* "A" is available in any angle up to 90° * "A" is available in any angle up to 90°
Dimensions shown may vary based on specified angle "A® Bimensions shown may vary based on specified angle "A”
Catalog Number L62 Q000EG Catalog Number L83 C000EG

Is 15067

ified. Holes are 916" (14.3) diamete "

Phoenix Support Systems
931 Summit Ave. Niles, OH 444486 Tel: 1-800-721-0404
www_phoenixsupports.com 18 Fax: 1-330-505-9958

EAD?.2



Angle Fittings

PH@ENIX

. - t Standard finish is Zinc Electroplate.
Angle Flttlngs (C OI'l t) Seinpzj;e olzisfolrsa Ilizt(;ngeocfpc:";()):u?:l finishes and materials.
L70 L71 L72

1 Hole 3-7/8" Corner Angle

3f

Catalog Number L70 0000EG

1 Hole 5-7/8" Comer Angle

15 [4%

A

~J

Catalog Number L71 00C0EG

1 Hole 7-7/8" Corner Angle
15 [4% /
- /
d

7% [200.0]

:

Catalog Number L72 0000EG

L73 L80 L81
1 Hole 9-7/87:' Cormer Angle 8" Angle Brace 12" Angle Brace
153% 15 113 -0 HICE RN gy
T AN I
— | / |
i
3. N 4 -3-
. 73 ‘[190.5] 127 [304.8] lﬂ 103 [zss.séi
‘ § |
9% [250.8] " / ‘} ] i
]
o 5"
12 [41.3]\2§\ S AOE BN / ;
5 \<_ > |4
7 75 1190.5] = 10§ [263.5)
Catalog Number L73 0000EG Cata ber 80 GO00EG Catalog Number L8 0000EG
L82 L83 L84

16" Angle Brace
15 [41.8] ~J~
N

13} 1336.5]

>

18" Angle Brace

142 [371.5)

>

| Materialis 1-58" [4

Phoenix Support Systems
931 Summit Ave. Niles, OH 44446
www.phoenixsupporis.com

24" Angle Brace

Catalog Number L84 0000EG

fers unless speciied

Tel: 1-800-721-0404
Fax: 1-330-505-9959

P



PHE N IX Beam @%amps

B Cl Standard finish is Zinc Electroplate.
eam a.mp S See page one for a listing of product finishes and materials.
BC10 BCi1
Beam Clamp Formed Steel Beam Clamp Formed Steel with J — Hook
Maximum rod size 12" [12] Maximum rod size 1/2" [12]
Maximum flange thickness 3/4" [19] Maximum flange thickness 3/4" [18]
If swivel is required use BC12 Swivel Nut. If swivel is required use BC12 Swivel Nut.
2" [50.8] | 2" [50.8]
i ; e :
ol (135 @37 (13.5] §|

3PLACES |

Catalog Number . w
e Design Load in. mm
Position
Ibs kN BC110600EG 3thrug 76 thru 152
A 500 2.22 BC110900EG 6thru g 152 thru 228
. B 300 1,33 BC111200EG 9 thru 12 228 thru 305
| ; Catalog Number BC100000EG Design loads are the same as model BC10
BC12 BC14
Swivel Nut for use with BC10, BC11 and BC14 Beam Clamp Swivel Adapter for BC10

For use with 1/4”, 3/8" or 1/2" rod {6mm, 8mm or 10mm).
i swivel is required use BC12 Swivel Nut,

Provides 15° of swivel in any direction.
Specify Rod Size (RS) when ordering

Catalog Number RS

BC120025EG 1/4-20 Design load 500 1b [2.22 ki
BC120037EG 3/8-16

BC120050EG 1/2-13 Catalog Number BC140000EG

RO e

Phoenix Support Systems EA07.2
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www,phoenixsupports.com 20 Fax: 1-330-505-9959




PHOENIX

t Standard finish is Zinc Electroplate. i
B e a.m Clamp S (C On t) See page one for a listing of product finishes and materials. g e
3C13 BC15
eam Clamp Anchor Strap Formed Steel Beam Clamp
Maximum flange thickness 7/8” [22]
| MAX FLANGE
. < -|-Rs
25 1685
w* L
Catalog Number ) (k) ] Rod Size | Set Screw Size Design Load
in. mm in. mm Catalog Numher
BC130600EG ) 152 9 228 = a los W
BC130900EG 9 298 2 305 BC150037EG 3/8" 3/8"- 16 650 2.89
13190060 n 305 15 381 BC150050EG 12 12713 630 2.89
BC150062EG 58 172"-13 630 2.89
BC131500EG 15 381 18 457 =
* For beam flange thickness greater than 3/4" [19mm} use next larger { :
flange width size. it
3C16 BC17
ormed Steel Heavy Duty Beam Clamp Formed Steel Heavy Duty Beam Clamp
faximum 7/8” [22] beam thickness For 3/4” through 1-5/8" [19 through 41] flange thickness

T :
: i FLANGE THICKNESS
THICKNERS o6 (22) . 3/4%-15/8" [19-41]
38‘ [g92.1]
! <1 Rs
"Lm : H
.o
3y [82.5]
L
Rod Size | Set Screw Size Design Load Rod Size | Set Screw Size Design Load
Catalog Number (RS) (88) Ibs N Catalog Number (RS) (S5) Ibs "
BC160037EG 318" 112" - 13 1100 4.89 BC170037EG 3/8" 1/2"-13 1100 4.89
BC160050EG 12 12"« 13 1100 4.89 BC170050EG i 112" - 13 1100 4,89
BC160062EG 518" 12 -13 1100 4,83 BC170062EG 518" 12" - 13 1100 4,89

nenix Support Systems
! Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
mw.phoenixsupports.com 21 Fax: 1-330-505-9959
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PHOENIX B

Standard finish is Zinc Electroplate.

B cam C]. ampS (C On't) See page one for a listing of product finishes and materials.

BC20 BC21
Strut to Beam Clamp C-Type Strut to Beam Clamp C-Type
1/4" [6.3] material thickness 3/8” [9.5] material thickness

1/2"-13
SET SCREW

N &R |T_ MAX FLANGE
: —‘ T MAX FLANGE L THICKNESS 1" (25.4]
L THICKNESS 17(25.4)

0.8]
Design lvad 550 Lbs [2.45 kN] when used in pairs Design load 1000 Lbs [4.45 kN] when used in pairs
Catalog Number BC200000EG Catalog Number BC210000EG
BC22 BC30
Strut to Beam Clamp C-Type, Parallel Strut to Beam Clamp Z-Type

3/8” [9.5] material thickness 3/8” [9.5] material thickness

4 1427~ 13
1727-13 | SET SCREW
SET SCREW

%
2 PLACES
L;/ 2" [50.8) |
‘ Design load 600 Lbs [2.67 kN] when used in pairs
Design lead 1000 Lbs [4.45 kN] when used in pairs Clamp regyrires 1/2°-13 HCS and 1/2"channe! nut, order separately
Catalog Number BC220000EG Catalog Number BC300000EG
BC40 BC50
Strut to Beam Clamp Window Type Strut to Beam Spreader Caps

1/2%- 13
SET SCREW

Includes 1 adjustable cap and 1 nonadjustable cap
Cut strut length to opening minus 1" [25mm]

Design load 950 Lbs [4.23 kN] when used in pairs Design load 500 Lbs [2.22 kN} when used as a set
Catalog Number BC400000EG Catalog Number BC500000EG

Phoenix Support System
931 Summit Ave. Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 22 Fax: 1-330-505-9959




Beam Clamps

7 PHQENIX

| Standard finish is Zinc Electroplate. ( N
B ecam Cla.mp S (C on t) See page one for a listing of product finishes and materials. R
BC60 BC61
Strut to Beam Clamp with Square U-Bolt Strut to Beam Clamp with Square U-Bolt
For 13/16” & 1-5/8" Channel For 2-7/16” & 3-1/4”Channel

Design load 1200 Lbs [5.34 kN when used in pairs Design load 1200 Lbs [5.34 kN] when used in pairs

Catalog Number BC600000EG Catalog Number BC610000EG
BCe62 BCé63
Strut to Beam Clamp with Square U-Bolt and J-Hook Strut to Beam Clamp with Square U-Bolt and J-Hook
For 13/16” & 1-5/8” channel For 2-7/16” & 3-1/4” channel

Catalog Number . w Catalog Number ) w

in. mm in. mm
BCG20600EG 4t06 101 to 152 BC630600EG 4106 101 to 152
BC620800EG Gto9 152 to 228 BC630000EG 6to9 152 10 228
BC621200EG 9toi2 | 22810305 BC631200EG 91012 22810305

Phoenix Support Systems
931 Summit Ave. Niles, OH 44446
www.phoenixsupports.com 23

Tel: 1-800-721-0404
Fax: 1-330-505-9959



Beam Clamps

PHOENIX ;

T 1 Standard finish is Zinc Electroplate.
o B eam Cl amp S (C on t) See page one for a listing of product finishes and materials,

BC70 BC80

Strut to Beam Clamp Notched Type Malleable Iron Universal Beam Clamp
a Maximum flange thickness of 5/8"

@ ohE[14.2) -
g X 13 [BB.1]
SET SCREW

Material is 1-5/8" [41.3] wide x 1/4* [6.3] thick
Clamp requires 1/2°-13 HCS and 1/2"channel nut, order separately
Design load 1100 Lbs [4.89 kN} when used in pairg

Catalog Number BC700000EG

Specifications
B C81 ¢ Rod Size Max Load W Max Pipe Size
. . atalog Number
Wide Mouth Malleable Iron Universal Beam Clamp {RS) lbs | KN | Inch | Metric
Maximum ﬂange lhickness of 1:'1” g* BCBUODB?PL 3[8" - 16 350 1‘56 4 100
: BCBONO37EG {3/8"-16| 350 | 1.56 | 4 | 100
BCBOOOSOPL {1/2'—13| 470 | 209 | 4 | 100
BCBODOSOEG |1/2"'~13| 470 | 209 | 4 | 100
5 BCBOO0B2PL |5/8"~11| 550 | 245 | 5 | 125
- BCBOOOB2EG |5/8"-11| 550 | 245 | 5 | 125
BCBOOO75PL {3/4'~10| 700 | 3111 & | 150
BCB00G75EG {3M4"—10| 700 | 311 | 6 | 150
Dimensions
B L H D
o Catalog Number in. mm in. mm in. mm { in. | mm
Specifications : — BC800037PL | 7/8 | 22.2 [1-5716| 33.3 [1=1/2] 38.1 | 172 |12.7
Catalog Number | ROE 2 Max Load W | Max Pipe Size BCBO0037EG | 7/8 | 2.2 |1-5/16] 33.3 | 1-1i2| 38.1 | 12 |12.7
lbs | kN | Inch | Metric BCBO00SOPL | 7/8 | 22.2 | 1-5/16| 333 |1-1/2]| 38.1 | 1/2 |12.7
BCB10037PL 13/8" 16} 400 | 1.78 | 4 /| 100 BC800050EG | 7/8 | 22.2 [1-5M16] 33.3 [1-1/2] 381 | 172 [127
BC810037EG |3/8"-161 400 | 1.78 | 4 | 100 BCB00062PL [ 1-1/8] 28.6 | 1-3/4 | 44.5 [1-3/4| 44.5 | 5/8 [15.9
BcatonsopL |12 -3 50 | 222 ] 4 | 400 | e TR T e Ty e e Tat hiee
BCB10050EG | 1/2'-13| 500 | 222 | 4 | 100 BCBO0075EG | 1-3/8| 34.9 | 1-7/8 | 47.6 |1=7/8| 47.6 | 5/8 | 15.9
BC810062PL [5/8"-111 500 | 222 | 4 | 100
BC810062EG | 5/8"~111] 500 | 222 | 4 | 100
Dimensions
Catalog Number | . B , L . H . o
In. mm in mm m. mm . mm

BCB10037PL | 7/8 | 222 | 1-3/8 (349 | 2 |50.8 | 1/2 [127
BC810037EG | 7/8 | 222 | 1-3/8 [ 349 | 2 |50.8 | 12 |127
BC810050PL | 7/8 | 222 | 1-3/8 | 348 | 2 |508 |12 |127
BCBI00S0EG | 7/8 | 22.2 | 1-3/8 349 | 2 |50.8 | 1/2 1127
BC810062PL [1-1/4| 31.8 | 1-7/8 | 47.6 |2-3/8| 60.3 | 5/8 } 15.9
| BCB10062EG | 1-1/4| 31.8 | 1-7/8 | 47.6 |2-3/8] 60.3 | 5/8 115.9

s,

Phoenix Support Systehs
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 24 Fax: 1-330-505-9959



Beam Clamps

PHOENIX

B e am C]_ amp S (Con't) See page one for a listing of product finishes and materials. {

BC90 BC91
Malleable Iron Rod Support Beam Clamp Malleable Iron Universal Beam Clamp
Maximum flange thickness of 1/2* Maximum flange thickness of 5/8"

Specifications

Rod Size | SetScrewSize | Max Load (W)
(RS) {s8) lbs kN
BCO00025EG | 1/4™-20 5/16™18 335 | 149

Catalog Number

BCO00037EG | 3/8°-18 11213 525 | 2.34 Catalog Number Rod Size | MaxLoad W1 | Max Load W2
BCYO0050EG | 1/2'-13 1/2"-13 750 | 3.34 RS) bs | kN | Ibs | kN
Dimensions BCO10025EG | 1/4"—20 | 100 | 0.44 | 250 | 1.11
B L H
Catalog Number in. mm in. mm in. mm Note: The threaded hole on the back side of the clamp s not load rated.
BCO00025EG | 1-3/16| 30.2 | 1-3/8 | 349 | 1-3/8 | 348
BCOOD037EG | 211161 524 | 1-7/8 | 47.6 | 1-3/4 | 444 f
BCY00050EG | 2-1/2 | 63.5 | 2-3/8 | 603 {2-3116| 55.6 é
RA PAR
Right Angle Clamp Paraliel Clamp

Standard finish is hot dip galvanized Standard finish is hot dip galvanized

Pipe 8i

Catalog Pipe Size Catalog Pipe Size Catalog Number inch . Metric

Number inch § Metric Number Inch | Metric PAR 0050HD 12 15
RA 0050HD | 1/2 | 15 RA G200HD | 2 50 PAR 0075HD 34 20
RA 0075HD | 34 | 20 RA 0250HD | 2-1/2} 65 BAR 0100HD 1 25
RA 0100HD | 1 25 RA 0300HD | 3 80 PAR 0125HD 1-1/4 32
RA 0125HD | 4114 | 32 RA 0350HD | 3-1/27 90 PAR 015CHD 1412 40
RA 0150HD | 1-1/2 ] 40 RA 0400HD | 4 100 BAR 0200HD 5 50

Phoenix Support Systerﬁé 7
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 25 Fax: 1-330-505-9959



PHOENIX

Brackets

Brackets

Standard finish is Zinc Electroplate.
See page one for a listing of product finishes and materials.

BR8R
Bracket Shelf Slotted Right

SLOT SIZE

"X g
0.3 x 25.4]—\

Unifarm load rating 256 Ibs. [1.11kN] when mounted on 12 gauge channel

Catalog Number . " . H
in. mm in, min

BRBROGOOES 8 1524 | 2-7/8 | 730
BRBROBOOEG 8 2032 | 2718 | 730
BRBR100OEG 10 2540 | 2-718 | 730
BRER1200EG 12 304.8 | 3-7116 | &7.3
BR8R1400EG 14 355.6 |3-1516| 1000
BR8R160CEG | 16 406.4 | 4-7/116 | 1127
BRBR1B00EG 18 457.2 | 4-15116 | 125.4
BR8R2000EG 20 508.0 | 5716 | 138.1
BRBR2200EG | 22 558.8 | 5-15/16 | 150.8
BRBR2400EG | 24 609.6 | 6-7/16 | 163.5
BRBR2600EG | 26 6604 |6-15/16| 176.2
BRBR2B00EG | 28 1.2 | 7-716 | 188.9
BREBR3000EG 30 7620 | 7-15/16 | 201.6

T AP ST

BRSL
Bracket Shelf Slotted Left

SLOT SiZE

X g
[10.3x 25.4]_\

Uniferm load rating 250 Ibs. £1.11kN] when mounted on 12 gauge channel

Catalog Number . L . 5
in. mm i, mm

BR8LOBOOEG 8 1924 | 2718 | 730
BRBLOBOOEG 8 2032 1 2718 | 730
BRBL1000EG 10 2540 | 278 | 730
BR8L1200EG 12 3048 | 3716 | 873
BRBL1400EG 14 355.6 | 3-15/161 100.0
BRBL1600EG 16 4064 | 47116 | 1127
BREBL18B0OEG 18 457.2 | 415116 | 1254
BR8L.2000EG 20 508.0 | 5-7/16 | 138.1
BR8L2200EG 22 558.8 | 5-15/16 | 150.8
BR8L2400EG 24 609.6 | 6-7/16 | 1635
BR8L2600EG 26 660.4 |6-15/16 | 176.2
BRBL2BOOEG 28 711.2 | 7-7116 | 188.9
BR8L3000EG 30 762.0 |7-1516] 201.6

PSR S

Phoenix Suppott Systéms S - EAD7.2
231 Summit Ave. Niles, OH 44446
www.phoenixsupports.com 26

Tel: 1-800-721-0404
Fax: 1-330-505-995%



Brackets

PH@ENIX

t Standard finish is Zinc Electroplate. T
Bl‘aCkEtS (C On t) See page one for a listing of product finishes and materials. {‘ :
BR20 BR21
Bracket 3 Hole Bracket 6 Hole

& [30.2)
o 15 10
A

I

21 (57.1]
12/\

175 [27.0} RN

Catalog Number L Uniform Load * Catalog Number L A Uniform Load
in. mm Ibs kN in. mm in. mm Ibs kN
BR200850EG 8112 215.9 850 378 BRI11250EG § 12-1/2 | 317.5 | 334 { 952 | 900 | 4.00
BR201060EG | 10-172 268.7 850 378 BR211450EG | 14-1/2 | 368.3 | 5-3/4 | 146.0 | 900 | 4.00
* When mounted on 12 gauge channet * When maurted on 12 gauge channel

BR22 BR30
Bracket with Brace 6 Hole Bracket for 1-5/8"” Channel

Catalog Number L A B Uniform Load *
in. mm in. mm in, mm Ibs kN
BR221650EG | 16-1/2 | 419.1 | 5-1/4 | 133.3 | 5-3/4 | 146.0 | 1200 | 5.34 Maximism loading 5800 in. lb, {858 Nm)
BR221850EG | 18-1/2 | 469.9 | 5-1M4 | 133.3 | 7-3/4 | 196.8 | 1100 | 4.88 " IWhenbmaunled (Im 12 gauge char:}r:elf .
ax load applies to bracket only, net the strength of the strut amm.
BR222050EG | 20-1/2 | 520.7 | 7-1/4 | 184.4 | 7-3/4 [ 19681 9 4.0
0 / 3 0 0 Catalog Number BR300000EG

* When mounted on 12 gauge channe)

Material is 1-5/8" [41.3] wide x 1/4" [6.3] thick unless specified. Hole centers are 13/16" [20.6] from edge on 1-7/8" [47.6] centers unless specified. ‘g S

Phoenik Support Systems
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupporis.com 27 Fax: 1-330-505-9959



Brackeis

PHOENIX

{ : t Standard finish is Zinc Electroplate.
S B raCketS (C on t) See page one for a listing of product finishes and materials.
BR31 BR40
Bracket for 3-1/4” Channel Bracket Channel 1-5/8" Channel 2 Hole )
P 4\2@
‘ 43 [117.5]
8"[203.2]
§ Catafog Number L Untform Load
in, mm Lbs kN
BR4CO600EG 6 1524 1250 5.56
Maximum loading 12500 in. b, {1412 Nm) BRAOCOOOEG g 228.6 1000 445
When mounted on 12 gauge channel
Max [oad applies e brackef only, not the strength of the strut arm. BR401200EG 12 304.8 750 3.34
Catalon Number BR310000EG BR401800EG 18 457.2 500 222
alalog Number BRAO2400EG | 24 609.6 | 350 156

A * When mounted on 12 gauge channef

" BR41 BR42

Bracket Channel Wrap Around 1-5/8" Channel Bracket Double 1-5/8" Channel
N a3 Q/
\‘ L
T
1§ [47.6]
.
55 [136.5] 64 1158.7]
Catalog Number L Uniform Load * Catalog Number . L Unifarm Load *
in. mm Lbs kN in. mm Lhs kN
BR410600EG 8 152.4 1250 5,56 BR421200EG 12 304.8 1800 8.01
BR411200EG 12 304.8 1000 445 BR421800EG 18 457.2 1200 5.34
BR411800EG 18 457.2 750 334 BR422400EG 24 609.6 1000 4.45
BR412400EG 24 609.6 500 2.22 BR423000EG 30 762.0 800 3.56
* When mounted an 12 gauge channel BR423600EG 36 9144 660 2.54
s * When mounted on 12 gauge channel
* . Material is 1-5/8" [41.3] wide x 1/4" [6.3] thick unless specified. Hole centers are 13/16" [20.6} from edge on 1-7/8" [47.6] centers unless specified.

Phoenix Support Systems
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupparts.com 28 Fax: 1-330-505-985%



Brackeis

7 PH@ENIX

Brackets (con't)

Standard finish is Zinc Electroplate.
See page one for a listing of product finishes and materials.

BR43
Bracket Channel Notched, Up

Catalog Number L Uniferm Load *
in, mm Ibs kN

BR430G600EG ] 152.4 1250 5.56

BR430900EG 9 228.6 1000 4.45

BR431200EG 12 304.8 750 3.34

BR431800EG 18 457.2 500 222

BR432400EG 24 609.6 330 1.56

BR44

Bracket Channel Notched, Down
" [50.8
/"\ /Q\EI !
A
L A
N

|

<H ‘{92.1]
P |
j /\L
Catalog Number I Uniform Load *
in, mm Ibs kN
BR440600EG 6 1524 1250 5.56
BR440300EG g 228.6 1000 4.45

BR441200EG 12 304.8 750 3.34

BR441800EG 18 457.2 500 222

BR442400EG 24 609.6 350 1.58

* When mounted on 12 gauge channel

* When maunted on 12 gauge channel

BR45
Bracket Channel Braced
l—qg [38.1]
I
}l\
(101.6]

\ H
> ‘ %
MD\;

{NSIDE BRACE ON

24" AND LARGER

Uniform Load *
Catalog Number in. mm in. mm Ibs kN

BR451200EG | 12 |304.8| 8-3/4 |2222| 1450 | 645

BR451800EG | 18 |457.2| 8-3/4 |2222]| 900 | 4.00

BR452400EG | 24 |609.6] 8-3/4 222.2| 900 | 4.00

BR453000EG | 30 |762.0| 11-1/4 | 285.7| 800 | 3.56

BR453600EG | 36 |914.4 | 11-1/4 | 2857 | 750 | 3.34

* When mounied on 12 gauge channel

BR46
Bracket Channel 1-53/8” Channel 2 Hole Heavy

fégiZ;%fgﬂ

47 nzas

Catalog Number L Uniform Load *
in. mm Lbs kN

BR46OBOOEG 6 152.4 1250 5.56

BR460900EG 9 228.6 1000 4.4%5

BR461200EG 12 304.8 750 3.34

BR461800EG 18 457.2 500 222

BR462400EG 24 609.6 350 1.56

* When mounted on 12 gauge channel

Material is 1-5/8" [41.3] wide x 1/4“ [6.3] thick unless specified. Hole centers are 13/16" [20.6] from edge on 1-7/8" [47.6] centers unless specified.

Phoenix Support Systems
931 Summit Ave.  Niles, OH 44446
www.phoenixsupports.com

Tel: 1-800-721-0404
Fax: 1-330-505-9959
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PHOENIX #

Standard finish is Zinc Electroplate.

.t Concrete Ins erts & End Cap S See page one for a listing of product finishes

and materials.

CI CIN
Concrete Insert Concrete Insert Nut
11 [38.1 ; -t a7 =
-5 T i RS
2"[50.8] L
\W 117817 @
Y 1 o~ B
! !
{ Catalog Number RS Catalog Number RS
ENSB = Plain Finish EG Finish
| =] CIN 0025PL 1/4°~20 CIN 0025EG 114"-20
L 31" 825 - CIN 0037PL 3/8"-16 CIN 0037EG 3/8"-18
* téﬁ?“ CIN0050PL_| 11213 CIN0050EG__| 1/2-13
— Design Load CIN 0062PL 5811 CIN 0062EG 5811
Catalog Number | Finish Ibs kN CINOO75PL | 3/4™=10 CINOO75EG | 3410
Cl 0000EG EG 800 2.67 CIN 0087PL 7189 CIN 0087EG 7/8"-8
€l 0000PL Plain 600 2.67
CI20 CI21 ECO08 EC09
Concrete End Cap Anchor Concrete End Cap Anchor End Cap 13/16" PVC End Cap 1-5/8" PVC

1-5/8" 1-3/8"

. 5*
13"120.6) CHANNEL 13 [41.3] CHANNEL

. >
g 1% [34.9] CHANNEL
15 [41.3) CHANNEL g
CUT TO LENGTH ~"  CUT TOLENGTH

T “ ¢
5 g [50.3] \_@ \ 3" F?G.E]
z 1

= Catalog Number Color Catalog Number Color
EC080000VC White EC090000VC White
ECOBOCORVC Red ECO9090RVC Red
Catalog Number CI200000EG Catalog Number CI2i0000EG
EC10 EC11 EC12
End Cap 1-5/8" 12 Ga. End Cap 1-5/8" 14 Ga. End Cap 13/16" 14 Ga.

‘Catalog Number EC100000EG Catalog Number EC110000EG Catalog Number EC120000EG

Phoenix Support Systems
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 30 Fax: 1-330-505-9959



Electrical

PHOENIX

Electrical

Standard finish is Zinc Electroplate.
See page one for a listing of product finishes and materials.

EF10

Hinged Fluorescent Fixture Hanger
1-5/8” Channel 9/16” Hole

Maximum loading 120 Ib. {0.53 kN]
May be used as a channe! hanger
Phoenix model EF46 required for fixture attachment

Catalog Number EF100000EG

EF11

Hinged Fluorescent Fixture Hanger
3-1/4” Channel 9/16” Hole

1§migg

~Bi514.3]

Maximum loading 120 Ib. [0.53 kN]
May be used as a channel hanger
Phoenix model EF46 required for fixture attachment

Catalog Number EF110000EG

EF12

Hinged Fluorescent Fixture Hanger
1-5/8" Channel 7/8” Hole

15881 Toms
w/ B2z

Maximum loading 120 Ib. [0.53 kN}
May be used as a channel hanger
Phoenix model EF48 required for fixture attachment

Catalog Number £F120000EG

EF13

Hinged Flucrescent Fixture Hanger
3-1/4" Channel 7/8” Hole

I esa
13 [1,}(? ~@Le22)

53 [130.2)

i
i
1

<

Maximum loading 120 Ib. {0.53 kN]
May be used as a channe} hanger
Phoenix model EF46 required for fixture attachment

Catalog Number EF130000EG

Phoenix Support Systems
931 Summit Ave.  Niles, OH 44446
www.phoenixsupports.com

EF14

Hanger 1-5/8” Channel 7/8” Hole
With washers for 3/8" & /2" rod

@522

Maximum loading 120 Ib. [0.53 kN)

Catalog Number EF140000EG

EF15

Hanger 3-1/4” Channel 7/8” Hole
With washers for 3/8° & 112" rod

ok 22.2]

T

5% [150.2]P
i

é

13 >

Maximum loading 120 Ib. [0.53 kN]

Catalog Number EF150000EG

Tel: 1-800-721-0404
Fax: 1-330-505-9959




Electrical

PHOEN

X

L2
A - 1 Standard finish is Zinc Electroplate.
§ ; El ECtI'IC a.]. (C on t) See page one for a listing of product finishes and materials.
EF19 EF20 EF21
Fixture Stud Nut End Cap Knock Out with Hardware Wiring Stud

i\
15 [28.6 .‘ﬁ1.'2"NPT
—
R~
=5
Includes:  Qty 1~ EF9 Fixture Stud Nut =~

Qty 1-1/4-20 Square Nut

Catalog Number @A
in mm
Catalog Number EF190000EG EF200050EG 172 12.7 Catalog Number EF210000EG
EF200075EG 314 19.0
EF22 EF30 EF31
Conduit Connection Plate with Hardware | Channel Splice 4 Hole Assembly Channel Splice 4 Hole Assembly
with T'apped Plate and Hardware with Stud Plate and Hardware

P

/?!/a
73 {i4.1] ? =

s

1% 147.6]

17 (413)

Includes: Quy 2~ CNN20025 Channel Nuts
Qty 2 — 1/4-20 Flathead Machine Screws

Catalog Number . Conduit Size

n. mm
e | 1 127 Catalog Number EF300000EG Catalog Number EF310000EG
EF220075EG 3/4 19.0

ST
Ea ~,

Phoenix Support Systems
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoeniXsupports.com 32 Fax: 1-330-505-9359
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PH@ENIX

Electrical (con't)

Standard finish is Zinc Electroplate.
See page one for a listing of product finishes and materials.

EF40

Outlet Box Bolt Down with Hardware

- /'% 1% 147.8)

Includes:

Qty 2— CNN20025 Channel Nuts
Qty 2 - 1M4-20 Flathead Machine Screws

Catalog Number EF40000CEG

EF41

Junction Box Universal with 1 Connector

3" l19] cONDUIT J
KNOGKOUTS

Qty 1~ EF200075EG
Qty 1 - 3/4" Bushing with Nt

Includes:

Catalog Number EF410000EG

EF42

Junction Box Universal with 2 Connectors
at 90 Degrees

£'119] cONDUIT J
KNOCKOUTS

Includes: Qiy 2- EF200075EG
Qiy 2 - 3/4* Bushing with Nut

Catatog Number EF420000EG

EF43

Tunction Box Universal with 2 Connectors
Opposite

119y conpuIT
KNOCKOUTS

Includes: Qty 2~ EF200075EG

Qty 2 — 3/4" Bushing with Nut

Catalog Number EF430000EG

EF44

Junction Box Universal with 3 connectors

KNOCKOUTS

includes: Qty 3 - EF2D0075EG

Qiy 3 - 3/4" Bushing with Nut

Catalog Number EF440000EG

EF45

Tunction Box Universal with 4 Connectors

2‘{1 9] COND/UIT P %@

KNOCKOUTS \\.*P

Includes: Qfy 4 —EF200075EG
Qty 4 — 347 Bushing with Nut

Catalog Number EF450000EG

EF46
1/4" x 3/4" Carriage Bolt and 1/4" Wing
Nut

s ]

Ve
@})rmnmn (({:)‘
L

1/4-20 NG

ALY
I

Catalog Number EF460000EG

Phoenix Support Systemns
931 Summit Ave. Niles, OH 44446
www.phoenixsupporis.com

£

Tel: 1-8060-721-0404
Fax: 1-330-505-9959
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PHOEN

Post Base

X ‘

Post Base

Standard finish is Zinc Electroplate.
See page one Tor a listing of product finishes and materials.

P10

Post Base Single Channel
2 Hole Square 3-1/2"

& ¥ [19.0]
2 PLACES

Catalog Number P10 Q000EG

P11

Post Base Single Channel
2 Hole Square Flush 3-1/2"

@ ¥ (19.0]
2 PLAGES

Catalog Number P11 0000EG

P12

Post Base Single Channel
4 Hole Standard 1-5/8"

ﬂgwm

-
41 [108.0)
/

A~

= - R Y 3
[ P Trma— ] it
- 6" [152.4]

Catalog Number P12 0000EG

P13

Post Base Single Channel
4 Hole Standard 3-1/2"

AN ¥ 119.0]
4 PLACES

/ ~— 4T Hos.op— —/

- g {152.4]
Catalog Number P13 G000EG

P14

Post Base Single Channel
4 Hole Square 3-1/2"

@5 119.0}
4PLACES

\/”5/ [152.4]

DN

Catalog Number P14 0000EG

P15

Post Base Single Channel Gusset
4 Hole Square 3-1/2"

r
- B16 [11.1]
4 PLACES

Catalog Number P15 G000EG

Phoenix Support Systems
931 Summit Ave. Niles, OH 44445
www.phoenixsupports.com

EAQ7.2

Tel: 1-800-721-0404
Fax: 1-330-505-3959




Post Base

' PH@ENIX

t Standard finish is Zinc Electropiate. 27
PO St B a.S e (C 0 1‘[ t) See page one for a listing of product finishes and materials. é:
P16 P17
Post Base Double Channel Post Base Double Channel]
1 Hole 1-5/8" 2 Hole Square 3-1/2" Boxed
@ %[14.2] ¥
2 PLAGES *
@3 119.0] —
Catalog Number P16 0000EG Catalog Number P17 0000EG
P18 P19
Post Base Double Channel Post Base Double Channel

4 Hole Standard 1-5/8" 4 Hole Standard 3-1/2"

7

/
/5"{152.4]
[108.0]
/
/ 41 [108.0] —
e 6"[152.4] = 41 [108.0] —
,—/- 5?'[152.4] —-/
Catalog Number P18 0000EG Catalog Number P15 C00CEG
P20 P22
Post Base Double Channel Post Base Double Channel
4 Hole Square 3-1/2" 4 Hole Square 1-5/8"
3!! 5N. | al
Y ! @7 19.0]
@ 11991 4 . 4 PLACES P 2

- g 1524 > e [1524]

S e S
Catalog Number P22 0000EG

Catalog Number P20 0000EG

6" {15

Phoenix Support Systems .
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 35 Fax: 1-330-505-9959
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Rollers

Rollers

Standard finish is Zinc Electroplate.
See page one for a Hsting of product finishes and materials.

R10
Roller Trolley 2 Bearing Assembly

15017,
C e 195 133.3)

(G

! 13 (286
15" - :
f1g 41T —
[

Stainless steel ball bearings
Max load rating of 300 [bs, [1.33 kN] with 12ga channel
* Based on standard dimensions for channel

Catalog Number R10 0000EG

R11
Roller Trolley 4 Bearing Assembly

3} [e8g]

¢ 18 pag
15 [93-

@ 516" [14.3]
= (3 PLAGES)

_I_Lu_v

2% ls4.0)*

Stainless steel ball bearings
Max load rating of 600 |bs. [2.67 kN] with 12ga channel
* Based on standand dimensions for channel

Catalog Number R11 0000EG

R20
Pipe Roller 1" - 4" Pipe

S, 115 19651

Ma load rating of 500 Ibs. [2.22 kN] with 12ga channel
See page 45 for dimensians L. and CL

Catalog Number R20 1040EG

R21
Pipe Roller

214 [36.5]

Max load rating of 750 Ibs. [3.34 kN] with 12ga channel
See page 45 for dimensions L and CL

Catalogy Number . Pipe Sizes
in. mm
R213740EG | 3-314*-4" | 95-102
R2143B0EG | 4-3/8°-6" | 111-152
R216380EG | 6-3/8"-8" | 162-203
R21 8010EG g"-10" 229 - 254

R22
Pipe Roller Heavy Duty 6" - 16" Pipe

Max load rating of 1500 Ibs. [6.67 kN] with 12ga channel
See page 46 for dimensions L and CL

Catalog Number R22 0000EG

Phoenix Support Systems 7 7
931 Summit Ave.  Niles, OH 44446
www.phoenixsupports.com

R23
Pipe Roller Heavy Duty 16" - 24" Pipe

Max load rating of 2000 lus. [8.90 kN]with 12ga channel
See page 46 for dimensions L and CL

Catalog Number R23 OC00EG

Tel: 1-800-721-0404
Fax: 1-330-505-9959




U-Fittings
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PHOENIX

U-Fittings

Standard finish is Zinc Electroplate.
See page one for a listing of product finishes and materials.

U10
U-Fitting Cross 3 Hole 13/16"

Catatog Number U10 0000EG

U11
U-Fitting Cross 5 Hole I-5/8"

1341 3}\XJ

Catalog Number U11 0000EG

Ul12
TU-Fitting Cross 3 Hole 2-7/16"

Catalog Number U12 0000EG

U13
U-Fitting Cross 3 Hole 3-1/4"

Catalog Number U13 0000EG

Ul4
U-Fitting Cross 3 Hole 4-7/8"

Catalog Number U14 0000EG

Ul5
U-Fitting Cross 8 Hole 1-5/8"

Catalog Number U15 0000EG

Ule6

U-Fitting Cross 6 Hole
1-5/8" Double Channel

Catalog Number U146 0000EG

U20

U-Fitting Cross 1 Hole 2 Slot
1-5/8" X 7-1/4"

Phoenix Support Systems
831 Summit Ave. Niles, OH 44446
www.phoenixsupports.com

U21

U-Fitting Cross 1 Hole 2 Slot
1-5/8" X 8-1/2"

SLOT SiZE
N1 1/2" X 916"
[14.3 x 38.1]

Catalog Number U21 G000EG

Tel: 1-800-721-0404
Fax: §-330-505-9859
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PHOENIX

U-Fittings

of

U-Fittings (con't)

Standard finish is Zinc Electroplate.
See page one for a listing of preduct finishes and materjals.

U22

U-Fitting Cross T Hole 2 Slot
1-5/8" X 10-1/2"

SLOT SIZE
1 1/2" X 9/16"
[14.3 x 38.1)

Catalog Number U22 0000EG

U30
U-Fitting Splice 2 Hole 1-5/8"Channel

Catalog Number U30 0000EG

U3l
U-Fitting Splice 3 Hole 1-5/8"Channel

55 [13675)

Catalog Number U31 0000EG

U32
U-Fitting Splice 4 Hole 1-5/8"‘Channel

S

U33
U-Fitting Splice 4 Hole 13/16"Channel

U40
UJ-Fitting Trolley Support
3 Hole Standard

17 (1.3
Catalog Number U32 0000EG Catalog Number U33 0000EG Catalog Number U40 0000EG
U41 U50 U60
U-Fitting Trolley Support U-Fitting 4 Hole Cup Support U-Fitting Clevis 2 Hole
3 Hole Heavy Duty

o @43

Catalog Number U41 GO00EG

Phoenix Support Systems
931 Summit Ave.  Niles, OH 44446
www.phoenixsupporis.com

15 [41.3] ;
’ L{w.a]

13 [41.3]
<
1% Oneat
Catalog Number . L
n. mm
Us0 0400EG 4 101.6
U60 0500EG 5 127.0
U60 0600EG ] 152.4
U60 0700EG 7 177.8
U60 0BOOEG 8 203.2

Tel: 1-800-721-0404
Fax: 1-330-505-9959




W-Fittings
<

< PHOENIX

W-Fittings

Standard finish is Zinc Electroplate. i
See page one for a listing of product finishes and materials. L

W10

Wing Fitting Single Corner 2 Hole Right

Catalog Number W10 0000EG

W11
Wing Fitting Single Corner 2 Hole Left

;
i

13 #1.3) /

Catalog Number W11 0000EG

W12
Wing Fitting Single Corner 4 Hole Right

Catalog Number W12 0000EG

W13
Wing Fitting Single Corner 4 Hole Left

15 (a1.9) B

Catalog Number W13 C000EG

Wi4
Wing Fitting Single Corner 6 Hole Gusset Right

-

3% [95.2) < 35 (s5.2]

\!

5 t

i @ @ N\ :

Catalog Number W14 0D00EG

W15
Wing Fitting Single Corner 6 Hole Gusset Left

37 [95.2) P 33 [95.2)

Catalog Number W15 O000EG

Phoenix Support Systems
831 Summit Ave.  Niles, OH 44446
www.phoenixsupports.com

Tel: 1-800-721-0404
Fax: 1-330-505-8959
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W-Fittings

PHOENIX 3

. . ] Standard finish is Zinc Electroplate.
W-Flttlngs (C on t) See page one for a listing of product finishes and materials.
W20 W21
Wing Fitting Double Corner 4 Hole Wing Fitting Double Corner 6 Hole
15 [41.3) 15 1.3 -
-~ o

SN
L 3§ [984)

~ \1 ¥ 41.3)

15 141.31

Catalog Number W20 0000EG Catalog Number W21 0000EG

W22 W23
Wing Fitting Double Corner 8 Hole Wing Fitting Double Corner 8 Hole Gusset

37 [98.4]

N TS
|

é
39521 |

H
H i
1

|

~e*
Catalog Number W22 0000EG Catalog Number W23 0000EG
W24 W30

‘Wing Fitting Double Corner 8 Hole Double Gusset Wing Fitting Corner Connector 5 Hole Opposed

<A

) 37 [88.9]

L—

33 [88.9]

o /L\\

31 [88.9] 3 ' 3
> oo 5
Sy S fwal
< 9 w \J/E 2" ISM 1§ #13]

Catalog Number W24 0000EG Catalog Number W30 0000EG

Phaenix Support Systems 7 EADT.2
931 Summit Ave,  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 40 Fax: 1-330-505-9959



W-Fittings

< PH@ENIX

W—Fi t t i ngs (C0n| t) Standard finish is Zinc Electroplate.

See page one for a listing of product finishes and materials.

W31

W32
Wing Fitting Corner Connector 8 Hole Opposed

Wing Fitting Corner Connector 10 Hole Opposed

12 141.3)

Catalog Number W31 0000EG Catalog Number W32 0000EG
W33

w40

Wing Fitting Corner Connector 10 Hole Opposed Double Gusset| Wing Fitting Triple Corner 6 Hole

/
93 [233.4] ‘ 5% [133{

1 =

>3
P Qi
HIZE D S
J//\S EMB.Ql

Catalog Number W33 0000EG

W41
Wing Fitting Triple Corner 9 Hole

Catalog Number W42 0000EG £

Phoenix Support Systems
931 Summit Ave. Niles, OH 44446
www.phoenixsupports.com 41

Tel: 1-800-721-0404
Fax: 1-330-505-9959
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PHOENIX 3

W-Fittings

W-Fittings (con't)

Standard finish is Zinc Electroplate.
See page one for a listing of product finishes and materials.

W43
‘Wing Fitting Triple Corner 12 Hole Gusset

a3 s34 )
T e
| =

X2 . 5
13-' [41_:‘3*= /)/3\%[83.9] \) &

PN gy w21~

Catalog Number W43 0000EG

W50

Wing Fitting Double Corner Connector 8 Hole

Catalog Number W50 0000EG

Phoenix Support Sysierﬁs
931 Summit Ave.  Niles, OH 44446
www.phoenixsupports.com

EAG7.2

Tel: 1-800-721-0404
42 Fax: 1-330-505-9359




Z-Fittings

& PHOENIX

s . Standard finish is Zinc Electroplate. T
Z-Flttll‘lgs See page one for 2 listing of product finishes and materials. i _
Z10 Z11 Z12
Z Fitting Cross 2 Hole 13/16" Z Fitting Cross 2 Hole 1-5/8" Z Fitting Cross 2 Hole 2-7/16"

‘ ; 13 [41.3]

Catalog Number Z10 0000EG Catalog Number 711 0000EG Catalog Number Z12 0000EG

Z13 220 Z30
Z Fitting Cross 2 Hole 3-1/4" Z Fitting Offset Support 2 Hole Z Fitting 2 Hole Support 4"

1§ [413]
- _ ”\

S
INE
> (
4" [101.6]
Catalog Number 213 0000EG Catalog Number 720 0000EG Catalog Number Z30 0000EG
Z31 Z32 Z33
Z. Fitting 2 Hole Support 5" Z Fitting 2 Hole Support 6" Z Fitting 2 Hole Support 7"
5 « 15
& /“'\13 {41.3] : 1g [41.3]
K> <N
| A
5" [127.0] 6" [152.4] , 71778
|
Catalog Number 231 0000EG Catalog Number Z32 0000EG Catalog Number Z33 0000EG

Phoenix Support Systems "
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phaenixsupports.com 43 Fax: 1-330-505-9959
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X

Z-Fittings

%

Z-Fittings (con't)

Standard finish is Zinc Electroplate.
See page one for a listing of product finishes and materials,

234
Z Fitting 2 Hole Support 8"

A 13 113

Catalog Number Z34 0C00EG

740
Z Fitung Channel Hanger 13/16"

Catalog Number Z40 0000EG

Z41
Z Fitting Channel Hanger 1-5/8"

s 15 413

>

Catalog Number Z41 0000EG

742
Z Fitting Channel Hanger 2-7/16"

Catalog Number 742 0000EG

743
Z Fitting Channel Hanger 3-1/4"

D3 171

Catalog Number Z43 0000EG

Z50
Z Fitting Corner Brace 3 Hole

X 5/16-18 THREAD
(2 PLACES)

Catalog Number Z50 0000EG

Z51
Z Fitting Corner Brace 8 Hole

E P

Catalog Number Z51 0000EG

Phoenix Support Systems
931 Summit Ave. Niles, OH 44446
www.phoenixsupports.com

260

} 3} 188.9]
. 2 -
3% [984]

| 15 7]

Z Fitting Slotted Support

Nq T
/\ E %{47.6]
| SLOT SIZE
= 21/2" X 9/16"
[63.5 X 14.3]

Catalog Number Z60 0000EG

Tel: 1-800-721-0404
Fax: 1-330-505-9959




PHOENIX

Dimension Information for R20 & R21

Phoenix Support Systems '

9331 Summit Ave.

Niles, OH 44446
www.phoenixsupports.com 45

Tel: 1-800-721-0404
Fax: 1-330-505-9959

. Pipe Covering A_ctualo.p - of . . . . i Pipe Covering A.ctuaE O:D.of " . . . {
Pipe Thickness Pipe + Shield + ¢ DimensionL | Dimension CL Pipe “Thickness Pipe +Shield + | DimensionL | Dimension CL%.
Size Insulation Size Inguiation

in, mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm
0 00 |1-m6! 270 | 612 | 1654 | 21516 | 746 0 0.0 4 | 1016 § 714 | 1842 | 4-¥B | 1111
3l4 78 | 222 | 314 ] 826 | 6172 | 1851 § 418 | 104.8 114 | 318 | 658 | 1683 | 914 | 2350 | 57116 | 1381
1716 | 365 | 4.3/ | 1111 | 8114 | 2086 | 4716 | 1127 2 11316 460 | 738 | 1873 | 914 | 2350 513116} 1476
178 | 476 | 538 | 1365 | 814 | 2086 |4-15M16| 1254 24 | 572 1 858 | 2191 | 10-1/8 | 257.2 | 6-318 | 1619
9 00 | 15M6] 333 | 6-1/2 | 1659 | 3-8 | 794 2-3/4 | 688 | 938 | 2381 | 10158 | 257.2 | 6-34 | 1715
4 146 | 27.0 | 358 | 921 | 714 | 1842 | 414 § 10890 35M6 | 841 | 104 | 2734 | 10778 | 2762 | 7-308 | 187.3
1616 | 397 | 468 | 1175 | 844 | 2006 | 4918 | 1159 0 08 | 412 | 1143 1 844 | 2008 | 442 | 1343
218 § 540 | 594 | 1461 | 8-1/4 | 2096 | 518 | 1302 16§ 270 | 798 | 4810 | 914 | 2350 |5-11M6| 1445
0 00 |1-11m8] 429 | 612 | 1651 § 3516 | 84.1 1616 | 397 | 818 | 206.4 | 10-1/8 | 257.2 | 6-118 § 1540
718 | 222 | 378 | 9B4 | 7-14 | 1842 | 4-5M6 | 1095 4 296 | 524 1 948 | 2318 | 1041/8 | 257.2 | &-5/8 | 1683
1-1/4 | 158 | 413 | 518 | 1302 | 814 | 2006 |41316| 1222 29116 | 65.1 10 | 2540 | 1048 | 257.2 | 741116 | 179.4
11515 | 49.2 6 | 1524 § 814 | 2096 | 514 | 1334 3416 | 778 | 1114 | 2858 | 078 | 276.2 § 7B | 1937
2716 | 619 | 712 [ 1905 | 914 | 2350 | 578 | 148.2 41716 | 1032 | 13 | 330.2 § 107:8 | 276.2 | 8-6/16 | 2475
0 o0 | 78 | 476 | 642 | 1651 | 3-38 | 857 ¢ 0.0 | 558 | 1428 | 84 | 2006 | 51116 | 1288
1 254 | 414 § 1080 | &4 | 2008 } 438 | 1911 i 254 | 814 ¢ 2006 | 108 | 257.2 | 6-18 7 1556
1412 | 4172 | 381 | 5104 ] 1334 | 814 | 2086 | 478 | 1238 12 | 381 § 938 | 2381 | 1018 | 257.2 | 6-344 | 1715
2516 | 587 | 6-58 | 168.3 | 9144 | 2350 | 5716 | 1381 5 2 508 | 1038 | 2635 | 10778 | 2762 § 78 | 1810
21315 714 | 7314 | 1969 § 914 | 2350 6 | 1524 2916 | 651 | 1114 | 2858 § 1078 | 276.2 | 7-58 | 1937
0 00 | 2238 | 603 | 612 | 1851 | 31416 | 937 3416 ] 778 | 12358 | 3143 | 1078 | 276.2 | 818 | 2064 L.
fih6 | 270 | 434 | 1207 | 844 | 2086 | 4-58 | 1175 4316 | 106.4 | 14-1/4 | 3820 | 10-7/8 | 276.2 | 9-3/16 | 23341 '

2 1915 ] 397 | 534 | 1461 | 8144 | 2096 | 518 | 1302 0 00 1 658 | 1683 | 844 | 235.0 | 5716 | 1381

28 | 540 | 7118 | 181.0 | 914 | 2350 |5-1416| 1445 1 25.4 g | 2286 | 10-48 | 257.2 | 60116 | 1667

2518 | 667 | 818 | 2064 | 1018 | 257.2 | 6116 | 1540 1172 | 381 | 10148 | 257.2 } 10.7/8 | 276.2 7 | 4778

316 | 794 | 9458 | 2348 ] 1018 | 257.2 | 6-5i8 | 168.3 ] 2 A0.8 11 | 2704 | 10-78 | 2782 | 712 | 1905

0 oo | 27 | 730 | 632 | 1651 | 3-15M16| 100.0 21/2 | 635 | 12-38 | 3143 | 1078 | 2782 | 83116 | 208.0

1116 | 27.0 | 58 | 1365 | 814 } 209.6 |4-15M16| 1254 3 762 §43-42 | 3429 | 1078 | 275.2 ¢ 858 [ 2191

2412 1718 | 476 | 658 | 1683 | 9494 | 2350 | 57116 | 1389 4108 | 1048 | 15-1/8 | 384.2 | 1078 | 276.2 | 91118 246.1

2-5M6 | 587 | 7-34 | 1989 | 914 | 2350 6 152.4 0 00 | 858 | 2191 | 1048 | 2572 | 6308 | 619

2708 | 73.0 | 81/2 | 2459 § 914 | 2350 | 67116 | 1635 112 1 3841 12 | 3048 | 1078 | 2762 8 | 2032

3358 | 857 | 9-314 | 2477 | 914 | 2350 | 7-i16 | 1784 8 2 50.8 13 | 3302 | 1078 | 276.2 | 88116 | 217.5

0 00 | 342 | 889 | 714 | 1842 | 418 | 1048 21116 8.3 | 14-1/2 | 368.3 | 10-7/8 | 2762 | 9-5/16 | 2365

1 254 | 58 1 1492 | 8114 | 2086 | 5-i/4 | 1334 348 | 794 | 1538 | 3%0.5 § 10-7/8 § 276.2 |9-13/16 | 249.2

3 1906 | 397 | 7114 | 184.2 | 914 | 2350 | 534 § 1461 43115 | 1064 | 17-3i8 | 441.3 | 1078 | 2762 | 10-7/8 | 276.2
2116 | 524 t 8-1/4 | 2006 | 10-1/8 | 257.2 | 6-1/8 | 1556
2016 | 651 | 938 | 2381 | 10-18 [ 257.2 | 6314 | 1744
M6 § 778 | 1018 | 257.2 | 1078 | 2762 7 | 1778
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PHOENIX

Dimension Information for R22 Dimension Information for R23
Pipe Pi_?;ig;:gsrisng Ef;:lequS%:ilt)zi; i Dimension L | Dimension CL Pipe Pi.?ﬁig:::::g ;i;?:;cr:'gglhoi BimensionL | Dimension CL
Size Insulation Size insulation
in. mm in. mm in, mm in. mm in. mm in. mm in. mm in, mm
o 0.0 6-5/8 | 168.3 0 0.0 18 | 457.2
{ 254 9 228.6 112 | 381 | 21-588 | 549.3
i-1/2 | 381 | 1018 | 257.2 18 2 508 | 22-518 | 5747 1234 | 3239 | 1o | 3149
6 2 50.8 11 2794 | 9-5M18 | 2385 7 177.8 2412 | 635 | 23114 | 5908
2-1/2 | 635 | 12-38 1 3143 3 76.2 | 24-1/4 | 616.0
3 762 | 13-1/8 ] 3334 4 1016 § 26-5/8 | 676.3
4-1/8 | 1048 | 15-1/8 | 384.2 0 0.0 20 508.0
¢ 0.0 8-5/8 | 218.1 142 | 381 | 23-9/4 | 5906
i-1/2 | 3841 12| 3048 20 2 508 | 2412 | 6223 106 | 3588 | 134 | 3366
8 2 508 13 | 3302 10 12sa0 1ass | onts 22 | 635 | 2512 | 6477
2-11116| 68.3 | 14-1/2 | 3683 3 762 | 26-5M | 6763
318 | 794 | 15-3/8 | 380.5 4 1016 | 2814 | 7176
4316 | 1064 | 17-3/8 | 4413 ¢ 0.0 24 | 6096
0 0.0 | 1034 | 2731 112 | 384 27 | 6858
1816 | 397 | 14-1/2 | 3683 2 2 508 28 | 712 atantel a6 §asm | ae7e
10 2-1M6 | 524 | 15-1/4 | 3874 10-1416| 2715 181516 | 2270 2-4/2 | 835 | 28-114 | 7430
2816 | 65.1 16-1/4 | 412.8 3 78.2 | 30-12 | 7747
34M6 | 778 | 1738 | 4413 4 101.6 | 32-7/8 | 835.0
4116 | 103.2 | 19112 | 4953 30 0 0.0 30 ;7620 | 157/8 | 403.2 | 16-1M4 | 4128

0 6o | 1234 | 3239
1916 | 397 | 16-1/8 | 40986
12 2116 | 524} 4714 | 4382 i1-3/8 | 2889 | 5718 | 2508
258 | 66.7 1 18-1/4 | 4636
M6 | 77.8 ] 1914 [ 489.0
4-1/8 | 104.8 | 20-318 | 517.5
0 6.0 14 | 3556
1-42 1 381 | 174412 | 4445
14 2 808 | 1858 § 4751 12-1161 3064 | 107/167 265.1
21/2 | 635 {1934 | 501.7
3 76.2 | 20-5/8 | 5239
4 101.8 | 22-5/8 | 5747
0 0.0 16 406.4
1-1/2 | 381 | 19-6/8 | 498.5
186 2 08 [ 2038 1 517.5 12-344 | 3239 | 1138 | 2889
2412 | 635 | 21-58 | 5483
3 762 § 224/8 | 5620

4 101.6 | 24-3/8 | 8191

Phoenix Support Systems 7 EA07.2
831 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 46 Fax: 1-330-505-9959



PHOENIX

Outside Diameters of Standard Pipes & Tubing

Schedule 40 & 80 Iron Pipe & PVC Standard Copper Pipe Service Weight Cast Iron Soil Pipe
Schedule 5, 10, 40 & 80 Aluminum — — oD,
Schedule 5, 10, & 40 Stainless Steel Nf::hnal P'm?,'iz: i Q.0. mm Nominal Pipe Size in. mm
Nominal Fipe Size 6D, 14 ] 6 | 0375 9.5 z 2,30 084
Inch | Metric in. mm 38 | 10 | 0500 12.7 3 3.30 838
1/8 3 0.405 10.3 1/2 15 0.625 15.9 4" 4.30 109.2
1/4 B 0.540 13.7 58 | 17 0.750 19.1 5" 5.30 134.6
318 10 0.675 17.1 314 20 0.875 992 6" 6.30 160.0
112 15 0.840 21.3 1 25 1.125 286 8" 8.38 2129
34 | 20 1.050 26.7 114 | 32 1,375 34.9 10° 10.50 266.7
1 25 1.315 334 1-1/2 40 1.625 41.3 12 12.50 317.5
1-1/4 32 1.660 42.2 2 50 2125 540 15" 15.62 388.7
1-112 48 1.900 48.3 2112 85 2.825 66.7
2 50 2375 60.3 3 80 3.125 79.4 SDR-35 & DR-28 Gravity Sewer Pipe
2-1/2 | 65 2,875 73.0 312 | 90 3.625 92.1 Nominal Pipe Size | . 0P
3 80 3.500 88.9 4 100 4125 104.8 in. mm
312 | 90 | 4000 | 1016 5 | 125 | 5425 | 130.2 4 4.22 107.2
4 | 100 | 4500 | 1143 5 | 150 | 6125 | 1556 & 6.28 | 159.5
442 | 115 | 5000 | 127.0 7 175 | 7425 | 1810 g 8.40 2134
5 | 125 | 5563 | 1413 8 | 200 | 8.125 | 2064 10° 1050 | 2667
6 150 | 6.625 | 168.3 12" 1250 | 317.5
8 | 200 | 8625 | 219.1 Glass Pipe 1¥ 1530 | 3886
10 | 250 | 10750 | 273.1 Nominal Fipe Size oD. 18" 1870 | 4750
12 300 12 750 293.9 Inch | Metric in, mm 21" 22.05 560.1
Al sizes over 12" Nominal Pipe Size = 0.D 172 15 0.750 19.1 24" 24.80 629.9
34 20 1.000 25.4 27 27.85 709.9
Nominal Pipe Size 0.D. 1412 40 1.844 46.8
Inch | Metric in. mm 2 50 2.344 59.5 AWWA-CI00, C505
112 15 0.600 15.2 3 80 3.406 86.5 PVC Water Pipe
34 20 0.856 21.7 4 100 | 4.530 1151 Ductile Iron Pipe
1 25 1,140 29.0 6 150 | B.656 169.1 Centrifugaily Spun Cast Iron Pipe
- Glass pipe has the same O.D. for
?1-1;3 ig 1?;3 22; both rzgilar & heavy schedule, Nominal Pipe Size in. o mm
' 2.500 63.5
g gg gggg g;g Extra Heavy Cast Iron Soil Pipe 5 4J4" 2750 60.8
4 | 100 | 4100 | 104.1 NominalPipesize | . O i iggg 13?2
6 150 6.220 158.0 2: 2380 805 = 5500 53
Electro Mechanical Tubing (EMT) 3 3.500 | 889 & 9.050 | 2299
Nominal Pipe Size oD 4 4.500 114.3 10" 11.100 281.9
Inch | Metric n | mm 5" 5.500 139.7 15 13.200 | 3353
318 10 0.577 147 g" 6.500 165.1 147 15.30 283 6
12 15 0.706 17.9 g 8.620 218.9 16 1740 4420
34 20 0.922 23.4 10° 10.750 2734 18" 19.50 405.3
1 25 1163 20.5 12" 12.750 323.9 o0 7160 518 6
114 | 32 1.510 38.4 18" 15.880 | 4034 24" 25800 | 6853
1-1/2 40 1,740 44.2 30" 372.000 812.8
2 50 2187 55.8 ag" 38.30 972.8
EMT sizes over 2 are the.same 42 44 500 1303 | ¢ .
as Schedvle 40 iron pipe 8 55,800 19903 é«\_ B

Phoenix Support Systems
931 Summit Ave,  Niles, OH 44446 Tetl: 1-800-721-0404
www.phoenixsupports.com 47 Fax: 1-330-505-9959
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Strut Clamp Sizing By O.D.

in. 0.0. i Description in. 0.D. i Description in. o.D. mm Description
0.250 6.4 SCo 2125 | 54,0 SCO/2"8CC 5625 | 1429 sSCO
0.375 9.5 SCO /14" 8CC 2197 | 558 2"SCE 5750 | 146.1 8CO
0.500 | 127 8C0O/3/8" 8CC 2250 | 57.2 SCO 5875 | 148.2 SCO
0.540 | 137 114" SCR 2286 | 581 2" 5CU 6.000 | 1524 5CO
0577 | 147 3/8" SCE 2375 | 80.3 8CO/2"SCR 6.125 | 1556 5CO /6"8CC
0.625 | 1549 SCO/1/2" SCC 2500 | 835 sSCO 6.250 | 158.8 SCO
0.706 | 17.9 1/2' SCE 2625 | 667 SCO/2-1/2" sCC 6.375 | 161.9 SCO
0.750 | 18.1 SCO/5/8" SCC 2750 | 69.9 8Co 6.500 | 165.1 8CO
0.773 | 19.6 112" SCU 2875 | 730 SCO/2-1/2" 8CR 6.625 | 168.3 SCO/8"SCR
0.840 | 21.3 172" S8CR 3.000 | 76.2 SCO 8.750 | 171.5 §CO
0.875 | 222 SCO/314" 5CC 3125 | 794 5C0/3"sCC 8.875 | 17456 5CO
0922 | 234 3/4" SCE 3250 | 826 sSCo 7.000 | 177.8 3CO
0986 | 25.0 34" sCU 3375 | 857 SCO 7.125 | 181.0 SCO/7"8CC
1.000 | 254 8CO 3.500 | 88.9 SCO/3"8CR 7.250 | 184.2 8CO
1.050 | 26.7 34" SCR 3.625 | 921 SCO /3-1/2"8CC 7.375 | 187.3 sco
1125 | 286 §CO 11" 8CC 3750 | 95.3 5CO 7.500 | 180.5 SCO
1163 | 295 1"SCE 3875 | 984 sCo 7.625 | 1937 SCO
1230 | 35 1" 8CU 4000 | 1016 | SCO/3-1/2"SCR 7.750 | 196.9 SCo
1250 | 31.8 8CO 4125 | 104.8 SCO /4" 8CC 7.875 | 200.0 8CO
1315 | 334 1"SCR 4250 | 108.0 SCO 8.000 | 203.2 SCO
1.375 | 34.9 SCC/1-114" 8CC 4375 | 11141 5C0 8125 | 2064 SCO/8 8CC
1.500 | 38.1 SCO 4,500 | 1143 SCO /4" SCR 8.250 | 209.6 sCO
1.510 | 384 1-1/4" SCE 4625 | 117.5 SCO 8375 | 2127 §CO
1.585 | 40.3 1-1/4" 8CU 4750 | 120.7 8CO B.500 | 2158 SCo
1.625 | 413 SCO/1-1/2"8CC 4,875 | 1238 SCO 8.625 | 219.1 SCO/8"SCR
1.660 | 422 1-1/4" SCR 5000 | 127.0 SCO 8.750 | 2223 sSCo
1.740 | 442 1-1/2" SCE 5125 | 130.2 SCO/5"scC 8.875 | 2254 sCO
1750 | 445 SCO 5250 | 133.4 8Co 9.000 | 228.6 8CO
1.820 | 46.2 1-1/2" SCU 5375 | 1365 SCO 9.125 | 231.8 SCO
1875 | 47.8 sCo 5500 | 1397 5CO 10.750 | 273.1 10" SCR
1.900 { 483 1-1/2" 8CR 5563 | 1413 5" SCR 12,750 | 3239 12" SCR
2.000 | 50.8 5C0

Phoenix Support Systems
931 Summit Ave,  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 48 Fax: 1-330-505-8859



PHOENIX

General Information ("

The following are the torque values used for the determining the load ratings of Phoenix Products when attached to channel framing as specified by
Metal Framing Manufacfurer's Association (MFMA} Standard #2:

Thread Size Torgue
inch mm in. Ib. ft. ib. Nm
14 8.4 72 6 8.1

5/16 78 132 1 14.9
38 9.8 228 19 25.8
112 11.1 500 50 67.8

For beam clamps or other applications the following torque values from Manufacturer's Standardization Society (MSS) SP-69 are recommended
unless otherwise specified.

Thread Size Torque Thread Size Tarque
inch mm in. ib. . b, Nm Inch mim in. ib, fi. Ib. Nm
114 6.4 40 3.3 4.5 9/16 14.3 180 15.0 20.3
5/18 7.9 50 4.2 5.6 518 15.8 250 20.8 282
38 9.6 60 5.0 6.8 34 19.0 400 333 45,2
716 11.1 a0 7.5 10,2 718 22.2 865 50.4 75.1
1/2 12.7 125 10.4 14.1 1 254 990 82.5 111.8

Note: Caution should be taken not o over tighten the set screw on iron beam clamps as this
will cause distortion, a lower maximum load capabifity and possible breakage.

Uniform load and Point load
When a distributed load has a constant value over the entire bracket or beam length, it is said to be uniformly loaded. This would be similar to =~
loading identical boxes on a shelf side by side. A point load is when the force of the load is concentrated on one point along the bracket or
beam. Using identical supports as shown below and the point load located 1/2 way between the supports, the point load rating will be 1/2 the
uniform load rating. Load ratings are generally listed in pounds (Ib.) or kilo Newtons (kN).

G 1 X UNIFORM LOAD
R Pl il |} '
IT””””””””"””T” YI 1 ! ‘
.- o |
: X " L—m§*~—3 %
Uniform load Point load

Cantilever load
A cantilever bracket or beam is rigidly attached at one end and is completely free at the other end. A cantilever load is applied at one point or
spread along a section of the length of a bracket or beam and causes a twisting load or moment at the mounting point. Load ratings for this
type of bracket are generally listed in inch pounds (in. Ib.) or Newton meter (Nm). A uniformly applied load on a bracket (figure "A") may be
considered as a point load by taking the uniform load and expressing it as a single point load of the same force at a distance of 1/2 the total
distance the load is spread over as shown in figure "B". This is calculated by multiplying 1/2 the distance "X", in inches or meters, by the load
expressed in pounds or Newtons,

LOAD LOAD

NEEEEERERY i

NN ELLLLTY
JAAREARAAARARAARARAAAI

i
:

|
!
|
|

: | X

Cantilever load (Figure "A") Cantilever load (Figure "B')

Phoenix Support Systems
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 49 Fax: 1-330-505-9959
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General Information (con't)

Testing Methods for Strut Fittings:

Fittings are tested for pult out of the channel by supporting the channel at 3" [78.2mm] spacing and applying a load perpendicular to the channel with
the fitting attached accosding to the recommended metheds and mounting forgue as stated in MFMA Standards using channel meeting MFMA
standards, See page 49 for MFMA torque values.

LCAD

12ga GHANNEL

CNN
CNN

99888

Pullout Test with Load on Fitting. Pullout Test with Load on Rod

The channel nut sliding inside the channel is tested by supporting the channel by such method that the channel is stafionary and applying a load

parallel to the channel with the fitting attached according to the recommended methods and mounting torque as stated in MFMA Standards using
channel meeting MFMA standards.

Slip Test for Strut Fittings

Testing Methods for Strut Clamps:

Strut clamps are fested for pull out of the channel by supporting the channel solidly and applying a load perpendicular fo the channel, Strut clamps
are tested for sliding in the channel by supporting the channel solidly and applying a load parallel to the channel. The clamps are attached according
to the recommended methods using methods and channel meeting MFMA standards.

10AD

Pull Out Test on Strut Clamp Slip Test on Strut Clamp

Phoenix Support Systems EAD7.2
931 Summit Ave.  Niles, OH 44446 Tel: 1-800-721-0404
www.phoenixsupports.com 50 Fax: 1-330-505-9959
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Alphabetical Index of Product .

ltem# | Page ltem# | Page ltem# | Page ltem # | Page ltem# | Page
BC10 20 EC08 30 F54 13 L83 19 Uiz 38
BC11 20 EC09 30 F60 13 L84 19 33 38
BC12 20 EC10 30 F61 13 P10 34 U40 38
BC13 21 EC11 30 F62 13 P11 34 U1 38
BC14 20 EC12 30 F&3 14 P12 34 us0 a8
BC15 2 EF10 31 F70 14 P13 34 B0 38
BC16 21 EF11 31 F71 14 P14 34 W10 39
BC17 21 EF12 31 FW 3 P15 34 W11 39
BC20 22 EF13 31 HCS 3 P16 35 W12 39
BC21 22 EF14 31 HN 3 P17 35 W13 39
BC22 22 EF15 31 L10 15 P18 35 W14 39
BC30 22 EF19 32 L11 15 P19 35 W15 39
BC40 22 EF20 32 L12 15 P20 35 W20 40
BC50 22 EF21 32 L13 15 P22 35 W21 40
BCGO 23 EF22 32 L14 15 PAR 25 W22 40
BC81 23 EF30 32 L15 15 PS2 11 W23 40
BCs2 23 EF31 32 L16 15 PW 10 W24 40
BC63 23 EF40 33 £20 15 R10 36 W30 40
BC70 24 EF41 33 121 15 R11 36 W31 41
BC80 24 EF42 33 .22 16 R20 38 Wiz 41
BC81 24 EF43 33 L23 16 R21 36 KK 41
BCa0 25 EF44 33 L30 16 R22 36 W40 41
BCO1 25 EF45 33 L31 16 R23 36 W41 41
BR8L 26 EF46 33 [.32 16 RA 25 W42 41
BRBR 26 F10 12 L33 16 RC 4 W43 42
BR20 27 F11 12 L34 16 8CC 8 W50 42
BR21 27 F12 12 L35 16 SCE 3] 210 43
BR22 27 F13 12 136 16 SCO ] 211 43
BR30 27 Fi4 12 L40 17 SCR 5 Z12 43
BR31 28 Fi5 12 L41 17 sSCU 5 213 43
BR40 28 F20 12 L42 17 SW10 3 220 43
BR41 28 F21 12 143 17 SWi1 3 230 43
BR42 28 F22 12 L44 17 SwW1i2 4 231 43
BR43 29 F23 12 145 17 SW13 4 232 43
BR44 29 F24 12 L46 18 TCH 11 Z33 43
BR45 29 F30 12 L50 18 U10 37 234 44
CcCcp 9 F31 12 L60 18 U171 37 240 44
CCT 8 Fa2 12 L61 18 Uiz 37 241 44
Cl 30 F33 12 L62 18 u13 37 242 44
Cl20 30 F34 i2 163 18 uU14 37 743 44
Cl21 30 F35 12 L70 19 U158 37 Z50 44
CIN 30 F4Q 12 L71 19 Ut6 37 251 44
CNL 2 Fd1 13 L72 19 uz20 37 260 44
CNN 2 F50 13 173 19 u21 37
CNR 2 Fa51 13 L80 19 u22 38
CNS 2 F52 13 L81 19 u3o 38
CNT 2 F53 13 L82 19 31 38
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