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Smart DI+"Anchor (Drop-In) PRODUCT INFORMATION FASTENERS
‘B § Smart DI+ internally Threaded Expansion Anchor
Z @ | PRODUCT DESCRIPTION SECTION CONTENTS  Page No.
- > The Smart DI+ is an all-steel, machine baolt anchor ava?lable in carbon stegl. It can_be used in P a—c 1
o2 solid concrete, hard stone, and solid block base materials. The Smart Di+ is specifically
a ) designed to be easier to fully set during installation as a benefit to the user. Material Specifications.................. 1
'2 GENERAL APPLICATIONS AND USES Installation Specifications ............ 1
+ Suspending Conduit e Fire Sprinkler Performance Data..........cccconne. 3
. C.abie Trays and Strut . Concre:je ;ormwork Design Crteria ... 3
+ Pipe Supports = Suspended Lighting Ordering Information................. 6
FEATURES AND BENEFITS
+ Installs with reduced effort compared to traditional drop in style anchors.
+ Can be installed using the Powers manual setting tool or Powers Smart DI+ System
with a hammer-drill | ——
+ Setting indicater makes identification of properly set anchors easy (when installed using the
Smart Tool and Smart Bit). ‘ £ micsins sorinigd

+ Internally threaded anchor for easy bolt remavability and service work

Smart DI+
TESTING, APPROVALS AND LISTINGS
FM Global (Factory Mutual) - Report No. 3040746 (see ordering information)
Underwriters Laboratory (UL Listed) — File No. EX” 289 (N) (see ordering information) THREAD VERSION
CSI Divisions: 03151-Concrete Anchoring and 05090-Metal Fastenings. Dropin anchors
shall be Smart DI+ as supplied by Powers Fasteners, Inc., Brewster, NY. ANCHOR MATERIALS
MATERIAL SPECIFICATIONS Zinc Plated Carbon Steel
Anchor Component Carbon Steel
0 J
Anchor Body AISI 1008 ROD/ANCHOR SIZE RANGE (TYP.)
Plug AISI 1008 1/4"t0 3/4' diameter
- ASTM B633,5C1, UNC
ZineiFiating Type [1l (Fe/Zn 5) (D
INSTALLATION SPECIFICATIONS SUITABLE BASE MATERIALS
Rod/Anchor Diameter Normal-weight Concrete
Anchor (Rod) Size 114" 3/8" 112° 5/8" 3/4"
Nominal Qutside Diameter d (in.) 0.375 0.500 0.625 0.875 1.000 STANDARD BROF-IN
ANSI Drill Bit Size, du (in.) 3/8 112 5/8 718 ) [N ——
Maximum Tightening ——
| T ——
Torque, Trax (ft.-Ibs.) : o a *l a0
Thread Size (UNC) 1/4-20 3/8-16 112-13 5/8-11 3/4-10 g
Thread Depth (in.) e 518 1316 | 13016 138 SMART DI+ DROP-IN
Anchor Length /, h, (in.) 1 19/16 2 2117 3316 Anchor prior Q
to installation
: Nomenclature Ve properiy set; anchor
d = Diameter of anchor indic;i;rd will 1eig;e blue paint in
" . recc cavitl
t don = Diameter of dill bit Note: Blue does not have to be
| h = Base malerial thickness, removed from all four top surfaces
i g Ihe minimum value of b should be 1.5h,0r 3" min 10 be fully set.
f | (whichever is greater) e,
[ h, he = Minimum embedment depth « More Expansion
I I = Overall length of anchor ® bxpansion Indicator with a Smart DI+ Syslem
t '
e
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FASTENERS PRODUCT INFORMATION Smart DI+*Anchor (Drop-in)
ORDERING INFORMATION 2
Smart DI+™ Anchor (Drop-In) Carbon Steel Smooth Wall Dropin :_'—; g
Cat.No. |Rod/AnchorSize| Overall Length | Thread Depth | Std.Box | Std.Carton| Wt/100 | FM or UL g
6304SD 174" 1 716" 100 1,000 2 = . . 5 LZ)
6306SD 3/8" 19/16" 5/8" 50 500 6 FM/UL — — W<
6308SD 12 2" 13/16" 50 250 12 FM/UL E
6320SD 5/8° 212" 11/8" 25 125 32 FM/UL
63125D 3/4" 3316' 1 316" 10 50 48 FM/UL

DI+™ Tool

Cat. No. 004255D 00427SD 004295D
Rod/Anchor Size 174" 3/8° 17" m
Pin Length 39/64" 61/64" 13016 -

DI+"™ Tool Repair Kit

Cat. No. 004265D 00428SD 00430SD
2 Guide Screws 2 Guide Screws 2 Guide Screws

Kit Contents | o) ber Spring Plug | 1Rubber Spring Plug | 1Rubber Spring Plug &

Fits Tool No. 004255D 00427sD 004295D
DI+" Drill

Cat. No. 00391SD 00397SD 004105D

) Smart Bit Smart Bit Smart Bit “__
ipt - - '

Description for 114" for 3/8" for 172

Bit Diameter 3/8" 12" 5/8"

Manual Setting Tools for Smart Di+" Anchor (Drop-In)

Cat. No. 6305 6307 6309 6311 6313

Rod/Anchor Size 1/4" 3/8' 12 5/8" 314"

ey
Pin Length 39/64" 61/64" 1316 15A16' 1 61/64"
Recommended Rotary Hammer Drills
Powers Cat. No. Description 3 ’
-
D25313K Dewalt D25313K, 1" L-Shape Rotary Hammer
¥
‘3
DC233KL Dewalt DC233KL, 36 Volt Lithium lon 1" SDS Plus Rotary Hammer Kit -
D25404K Dewalt D25404K, 1-1/8" SDS Plus Rotary Hammer Kit for High Strength Concrete "'i'\]
:,
e
Powers USA: (800) 524-3244 or (914) 235-6300 Canada: (905) 673-7295 or (514) 631-4216 WWW.powers.com 6
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PF-63065D-50

PF-004255D-1

3/8 SMART Drop In

Part Number Description Box Quantity Cost
PF-6304SD-100 1/4 SMART Drop In 100 § 0.15 jeach
PF-06305-1 1/4 Drop In Tool 1| s 1.05 jeach
PF-003915D-1 3/8 SMART bit for 1/4 Drop In 1] $ 15.75 |each

1/4 SMART Drop In Setting Tool s ach

PF-06307-1

3/8 Drop In Tool

PF-00397SD-1

1/2 SMART bit fr 3/8 Drop In

PF-00427SD-1

3/8 SMART Drop In Setting T

5/8 SMART Drop In

PF-63085D-50 1/2 SMART Drop In 50| S 0.37 leach
PF-06309-1 1/2 Drop In Tool 1 $ 2.65 |each
PF-004105D-1 5/8 SMART bit for 1/2 Drop In 1] s 32.72 |each
PE-004295D-1 1/2 SMART Drop In Setting Tool 1|8 ach

PF-06311-1

PF-63125D-10

5/8 Drop In Tool

3/4 SMART Drop In

each

each

PF-06313-1

3/4 Drop In Tool

each




